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	Reason for change:
	SA2 has agreed below text to TS 23.502 subclause 4.2.2.3.3 for NW initiated de-registration procedure (see agreed S2-189034)
"If the UE has established PDU Session associated with emergency service, the AMF shall not initiate Deregistration procedure. In this case, the AMF performs network requested PDU Session Release for any PDU session associated with non-emergency service as described in clause 4.3.4."
The related text in CT1 TS 24.501 is below:
"If the de-registration procedure is requested by the UDM for a UE that has an emergency PDU session, the AMF shall not send a DEREGISTRATION REQUEST message to the UE."
One can see mis-alignments between SA2 and CT1 on this point:
(1) CT1 text only covers the request from the UDM but the NW initiated de-registration procedure described in TS 23.502 subclause 4.2.2.3.3 actually covers multiple triggers. In addition to the trigger from UDM, the AMF itself can also initiate the NW initiated de-registration procedure, which was clearly specified by below SA2 text in TS 23.502 subclause 4.2.2.3.3:
"The AMF can initiate this procedure for either explicit (e.g. by O&M intervention) or implicit (e.g. expiring of Implicit Deregistration timer)."
(2) Nothing specified in CT1 on the handling of non-emergency PDU sessions and the emergency PDU session.
To synchronize the PDU session status between the network and the UE, here the SMF should initiate an explicit PDU session release procedure for all non-emergency PDU sessions.
Also, the NW should consider the UE to be registered for emergency services.
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* * * First Change * * * *

5.5.2.1
General

The de-registration procedure is used:

a)
by the UE to de-register for 5GS services over 3GPP access when the UE is registered over 3GPP access;;
b)
by the UE to de-register for 5GS services over 3GPP access, non-3GPP access, or both when the UE is registered in the same PLMN over both accesses;
c)
by the network to inform the UE that it is deregistered for 5GS services over 3GPP access when the UE is registered over 3GPP access;

d)
by the network to inform the UE that it is deregistered for 5GS services over 3GPP access, non-3GPP access, or both when the UE is registered in the same PLMN over both accesses; and
e)
by the network to inform the UE to re-register to the network.
The de-registration procedure with appropriate de-registration type shall be invoked by the UE:
a)
if the UE is switched off; and

b)
as part of the eCall inactivity procedure defined in subclause 5.5.3.

The de-registration procedure with appropriate de-registration type shall be invoked by the network:
a)
if the network informs whether the UE should re-register to the network.

The de-registration procedure with appropriate access type shall be invoked by the UE:
a)
if the UE wants to de-register for 5GS services over 3GPP access when the UE is registered over 3GPP access; or
b)
the UE wants to de-register for 5GS services over 3GPP access, non-3GPP access, or both when the UE is registered in the same PLMN over both accesses.

If the de-registration procedure is triggered due to USIM removal, the UE shall indicate "switch off" in the de-registration type IE.

If the de-registration procedure is requested by the network for a UE that has an emergency PDU session, the AMF shall not send a DEREGISTRATION REQUEST message to the UE and indicate to the SMF to release all non-emergency PDU sessions as specified in 3GPP TS 23.502 [9]
If the de-registration procedure for 5GS services is performed, the PDU sessions, if any, for this particular UE are released locally without peer-to-peer signalling between the UE and the network.
The UE is allowed to initiate the de-registration procedure even if the timer T3346 is running.
NOTE:
When the UE has no PDU sessions over non-3GPP access, or the UE moves all the PDU sessions over a non-3GPP access to a 3GPP access, the UE and the AMF need not initiate de-registration over the non-3GPP access.
The AMF shall provide the UE with a non-3GPP de-registration timer.

* * * End of Change * * * *
