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	Reason for change:
	Subclause 5.1.4 specifies the coordination between 5GMM and EMM, which applies to only SRM.

To avoid the misunderstanding that there is coordination between 5GMM and EMM for UEs operating in DRM specified in 5.1.4, this contribution proposes to clarify that the requirements in Subclause 5.1.4 only applies for the UE operating in SRM.
There are two ways to add the clarification:

1: clarify in the title of 5.1.4 or;

2: clarify in the general section 5.1.4.1.

This contribution choose to add the clarification in the general section 5.1.4.1.



	
	

	Summary of change:
	Add the clarification in the general section 5.1.4.1 to clarify that the requirements in Subclause 5.1.4 only applies for the UE operating in SRM.



	
	

	Consequences if not approved:
	the misunderstanding that there is coordination between 5GMM and EMM for UEs operating in DRM.
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***** Next change *****
5.1.4.1
General
If both 5GMM and EMM are enabled, a UE, which is capable of N1 mode and S1 mode and operates in single-registration mode, shall maintain one common registration for 5GMM and EMM.
Coordination between 5GMM and EMM for a UE, which is capable of N1 mode and S1 mode and operates in dual-registration mode, is not needed, except as specified in subclause 4.8.3.

The coordination between 5GMM and EMM in subclauses 5.1.4.2 and 5.1.4.3 only applies to the UEs operating in single-registration mode.
***** Next change *****
