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***** Next change *****
8.2.6.1
Message definition
The REGISTRATION REQUEST message is sent by the UE to the AMF. See table 8.2.6.1.1.

Message type:
REGISTRATION REQUEST
Significance:

dual

Direction:


UE to network

Table 8.2.6.1.1: REGISTRATION REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended Protocol discriminator

9.2
	M
	V
	1

	
	Security header type
	Security header type

9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	Registration request message identity
	Message type

9.7
	M
	V
	1

	
	5GS registration type
	5GS registration type

9.11.3.7
	M
	LV
	2

	
	ngKSI
	NAS key set identifier

9.11.3.32
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	5GS mobile identity
	5GS mobile identity

9.11.3.4
	M
	LV
	5-TBD

	C-
	Non-current native NAS key set identifier
	NAS key set identifier

9.11.3.32
	O
	TV
	1

	10
	5GMM capability
	5GMM capability

9.11.3.1
	O
	TLV
	3-15

	2E
	UE security capability
	UE security capability

9.11.3.54
	O
	TLV
	4-10

	2F
	Requested NSSAI
	NSSAI

9.11.3.37
	O
	TLV
	4-74

	52
	Last visited registered TAI
	5GS tracking area identity

9.11.3.8
	O
	TV
	7

	65
	S1 UE network capability
	S1 UE network capability

9.11.3.48
	O
	TLV
	4-15

	40
	Uplink data status
	Uplink data status
9.11.3.57
	O
	TLV
	4-34

	50
	PDU session status
	PDU session status

9.11.3.44
	O
	TLV
	4-34

	B-
	MICO indication
	MICO indication
9.11.3.31
	O
	TV
	1

	2B
	UE status
	UE status

9.11.3.56
	O
	TLV
	3

	TBD
	Additional GUTI
	5GS mobile identity

9.11.3.4
	O
	TLV-E
	14

	25
	Allowed PDU session status
	Allowed PDU session status

9.11.3.13
	O
	TLV
	4-34

	60
	UE's usage setting
	UE's usage setting

9.11.3.55
	O
	TLV
	3

	TBD
	Requested DRX parameters
	DRX parameters 

9.11.3.22
	O
	TBD
	TBD

	7C
	EPS NAS message container
	EPS NAS message container
9.11.3.24
	O
	TLV-E
	TBD

	7E
	LADN indication
	LADN indication

9.11.3.29
	O
	TLV-E
	3-811

	7B
	Payload container
	Payload container

9.11.3.39
	O
	TLV-E
	4-65538


Editor's note:
 The content of the REGISTRATION REQUEST message when a limited set of IEs including those needed to establish security in the initial message when it has no NAS security context is FFS.
***** Next change *****
8.2.22.1
Message definition
The IDENTITY RESPONSE message is sent by the UE to the AMF to provide the requested identity. See table 8.2.22.1.

Message type:
IDENTITY RESPONSE
Significance:

dual

Direction:


UE to AMF

Table 8.2.22.1.1: IDENTITY RESPONSE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	Security header type
	Security header type

9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	Identity response message identity
	Message type

9.7
	M
	V
	1

	
	Mobile identity
	5GS mobile identity

9.11.3.4
	M
	LV-E
	3-n


