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	24.501
	590
	1
	Rel-15
	No UPF Resources at PDU Session Establishment
	F
	15.1.0
	C1-188548
	Qualcomm Incorporated
	5GS_Ph1-CT
	6.4.1.4, B.1
	 

	24.501
	591
	2
	Rel-15
	Clarifications on NAS level mobility management congestion control
	F
	15.1.0
	C1-188935
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.4.5.3.3
	TS 23.501, CR 0683 (SA2)

	24.501
	592
	1
	Rel-15
	SOR over control plane in non-3GPP access
	F
	15.1.0
	C1-188502
	Qualcomm Incorporated, Samsung
	5GS_Ph1-CT
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	593
	1
	Rel-15
	Handling of target CN type by NAS upon redirection to E-UTRA cell
	F
	15.1.0
	C1-188530
	Qualcomm Incorporated
	5GS_Ph1-CT
	4.8.4
	TS 36.331 CR 3601 (RAN2)

	24.501
	594
	3
	Rel-15
	Procedure for UDM-triggered UE parameters update
	C
	15.1.0
	C1-188946
	Qualcomm Incorporated, T-Mobile USA, Motorola Mobility, Lenovo, Samsung, CATT, Ericsson, Nokia, Nokia Shanghai Bell, Huawei, HiSilicon
	5GS_Ph1-CT
	2, 5.4.5.1, 5.4.5.2.1, 5.4.5.2.2, 5.4.5.2.3, 5.4.5.3.1, 5.4.5.3.2, 5.4.5.3.3, 9.11.3.39, 9.11.3.40, 9.11.3.xx (New)
	TS 23.502 CR 0730 (SA2), TS 33.501 CR 0484 (SA3)

	24.501
	595
	1
	Rel-15
	Sending of 5GSM capability IE and Maximum number of supported packet filters IE in in PDU SESSION ESTABLISHMENT REQUEST with request type "existing PDU session"
	F
	15.1.0
	C1-188895
	Qualcomm Incorporated, Huawei, HiSilicon
	5GS_Ph1-CT
	6.4.1.2, 8.3.1.5
	 

	24.501
	597
	3
	Rel-15
	Correction of reference
	F
	15.1.0
	C1-188919
	NTT DOCOMO
	5GS_Ph1-CT
	6.4.1.4
	 

	24.501
	598
	2
	Rel-15
	Clarification on 5GSM cause_#46 out of LADN service area
	C
	15.1.0
	C1-188973
	SHARP
	5GS_Ph1-CT
	6.4.1.4, 6.4.2.4
	 

	24.501
	604
	2
	Rel-15
	Clarification on congestion control upon intersystem change
	C
	15.1.0
	C1-188964
	SHARP
	5GS_Ph1-CT
	6.1.4.1, 6.1.4.2
	 

	24.501
	605
	-
	Rel-15
	Editorial correction related to LADN
	F
	15.1.0
	C1-188144
	SHARP
	5GS_Ph1-CT
	5.5.1.2.2, 5.5.1.3.2
	 

	24.501
	606
	1
	Rel-15
	Correcting the structure of LADN related description
	F
	15.1.0
	C1-188849
	SHARP, Samsung R&D Institute UK
	5GS_Ph1-CT
	5.5.1.2.4
	 

	24.501
	607
	2
	Rel-15
	N3GPP de-registration timers handling at long MM back-off time
	F
	15.1.0
	C1-188909
	Ericsson, LG Electronics, Nokia, Nokia Shanghai Bell, Huawei, HiSilicon
	5GS_Ph1-CT
	5.3.7, 10.2
	 

	24.501
	608
	1
	Rel-15
	Abnormal cases in the network side for Configuration update prcedure.
	F
	15.1.0
	C1-188850
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.4.4.6
	 

	24.501
	609
	1
	Rel-15
	Abnormal cases in the UE side for Configuration update prcedure.
	F
	15.1.0
	C1-188851
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.4.4.5, 5.5.1.3.7
	 

	24.501
	610
	1
	Rel-15
	Handling of  5GSM reject causes #50 and #51 for PDU types IPv4v6.
	F
	15.1.0
	C1-188557
	Huawei, HiSilicon
	5GS_Ph1-CT
	6.2.4.2,6.4.1.3
	 

	24.501
	611
	1
	Rel-15
	Correction to QoS rules verification during PDU session establishment.
	F
	15.1.0
	C1-188885
	Huawei, HiSilicon
	5GS_Ph1-CT
	6.4.1.3
	 

	24.501
	612
	1
	Rel-15
	QoS rules verification during PDU session modification.
	F
	15.1.0
	C1-188805
	Huawei, HiSilicon, MediaTek Inc.
	5GS_Ph1-CT
	6.3.2.4
	 

	24.501
	613
	1
	Rel-15
	QoS flow descriptions IE to be set by SMF mandatory in PDU establishment accept for initial request.
	F
	15.1.0
	C1-188887
	Huawei, HiSilicon, Ericsson
	5GS_Ph1-CT
	6.4.1.3
	 

	24.501
	614
	1
	Rel-15
	MCS Indicator and Access Identity 2
	B
	15.1.0
	C1-188806
	FirstNet, Suomen Virveverkko Oy, OEC
	5GS_Ph1-CT
	4.5.2, 5.5.1.2.4, 5.5.1.3.4, 9.11.3.5, Annex C
	 

	24.501
	615
	3
	Rel-15
	SUCI encoding and support of NAI format
	F
	15.1.0
	C1-188952
	Nokia, Nokia Shanghai Bell, Qualcomm Incorporated, Intel, Samsung R&D Institute UK, Huawei, HiSilicon
	5GS_Ph1-CT
	9.11.3.4
	 

	24.501
	617
	1
	Rel-15
	UAC for simultaneous access attempt triggers
	F
	15.1.0
	C1-188807
	Qualcomm Incorporated
	5GS_Ph1-CT
	4.5.2
	 

	24.501
	618
	1
	Rel-15
	Reset of registration attempt counter
	F
	15.1.0
	C1-188855
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.1, 5.5.1.3.5
	 

	24.501
	619
	-
	Rel-15
	Reset of service request attempt counter
	F
	15.1.0
	C1-188269
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.6.1.1, 5.6.1.5
	 

	24.501
	622
	-
	Rel-15
	CN paging handling in RRC inactive
	F
	15.1.0
	C1-188272
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.3.1.4
	 

	24.501
	623
	2
	Rel-15
	Procedure collision handling in paging and notification procedure
	F
	15.1.0
	C1-188956
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.6.2.2.1, 5.6.2.2.3, 5.6.3.5 (new)
	 


