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	CR0146 to TS 23.503 (S2-1811334) has been approved. So, the stage 3 specification needs to be updated accordingly.

While most of the new stage 2 requirements are straightforward, the following requirement needs to be adressed in CT1:

“The UE keeps storing a received UE policies even when registering in another PLMN. The number of UE policies to be kept stored in the UE for PLMNs other than the HPLMN is up to UE implementation.”

This CR specifies how UE policy sections up to a maximum number are stored at the UE.  
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D.2.1.2
Network-requested UE policy management procedure initiation

In order to initiate the network-requested UE policy management procedure, the PCF shall:

a)
encode the information about the UE policy sections to be added, modified or deleted in a UE policy section management list IE as specified in subclause D.6.2 and include it in a MANAGE UE POLICY COMMAND message.

b)
send the MANAGE UE POLICY COMMAND message to the UE via the AMF as specified in 3GPP TS 23.502 [9]; and

c)
start timer T35xx (see example in figure D.2.2.1).
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Figure D.2.2.1: Network-requested UE policy management procedure
Upon receipt of the MANAGE UE POLICY COMMAND message, for each instruction included in the UE policy section management list IE, the UE shall:

a)
store the received UE policy section of the instruction, if the UE has no stored UE policy section associated with the same UPSI as the UPSI associated with the instruction;

b)
replace the stored UE policy section with the received UE policy section of the instruction, if the UE has a stored UE policy section associated with the same UPSI as the UPSI associated with the instruction; or

c)
delete the stored UE policy section, if the UE has a stored UE policy section associated with the same UPSI as the UPSI associated with the instruction and the UE policy section contents of the instruction is empty.
The UE may continue storing a received UE policy section for a PLMN when the UE registers in another PLMN. If necessary, the UE may delete UE policy sections stored for a PLMN other than the RPLMN and the HPLMN, before storing the new received UE policy sections.
NOTE:
The maximum number of UE policy sections for PLMNs other than the HPLMN and the RPLMN that the UE can store and how the UE selects the UE policy sections to be deleted are up to UE implementation.
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