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	24.501
	624
	-
	Rel-15
	Resolution of editor's note on different TAI for 4G and for 5G
	F
	15.1.0
	C1-188274
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.4.1.2.2.2
	 

	24.501
	625
	-
	Rel-15
	Correction on 'E' bit for deleting QoS flow description
	F
	15.1.0
	C1-188275
	Huawei, HiSilicon
	5GS_Ph1-CT
	9.11.4.12
	 

	24.501
	626
	-
	Rel-15
	EMM parameters handling for EPC interworking
	F
	15.1.0
	C1-188277
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.2.5, 5.5.1.3.5, 5.5.2.3.2, 5.6.1.5
	 

	24.501
	627
	1
	Rel-15
	Registration rejected because of non-3GPP access to 5GCN is not allowed
	F
	15.1.0
	C1-188575
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell, MediaTek Inc., Orange
	5GS_Ph1-CT
	5.3.1.3, 5.5.1.2.5, 5.5.1.3.5, 5.5.2.3.2, 5.6.1.5, 10.2
	 

	24.501
	628
	2
	Rel-15
	Correction to SUPI definition due to NAI format
	F
	15.1.0
	C1-188898
	Intel, Qualcomm Incorporated, Samsung R&D Institute UK, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.3.2
	 

	24.501
	629
	-
	Rel-15
	Correct secured packet procedures
	F
	15.1.0
	C1-188299
	BlackBerry UK Ltd., Gemalto
	5GS_Ph1-CT
	2, 5.4.5.3.3, 5.5.1.2.4, 5.5.1.3.4, 9.11.3.51
	 

	24.501
	630
	2
	Rel-15
	Abnormal cases for EAP-based AKA
	F
	15.1.0
	C1-188963
	Qualcomm Incorporated, Huawei, HiSilicon, Ericsson
	5GS_Ph1-CT
	5.4.1.2.2.4, 5.4.1.2.4.4, 5.4.1.2.4.5, 10.2
	 

	24.501
	631
	1
	Rel-15
	CONFIGURATION UPDATE COMMAND with no parameters other than registraion requested.
	F
	15.1.0
	C1-188843
	Samsung R&D Institute UK, vivo
	5GS_Ph1-CT
	5.4.4.3
	 

	24.501
	633
	1
	Rel-15
	Correction of the UE-initiated de-registration procedure
	F
	15.1.0
	C1-188538
	Intel
	5GS_Ph1-CT
	5.5.2.2.3, 5.5.2.2.4
	 

	24.501
	634
	1
	Rel-15
	Definition of a 5GMM cause for DNN subscription check failure
	F
	15.1.0
	C1-188539
	Intel, Samsung R&D Institute UK
	5GS_Ph1-CT
	5.4.5.3.2, 5.4.5.3.3, 9.11.3.2, annex A.3
	TS/TR  23.502 CR .0830 (SA2)

	24.501
	635
	1
	Rel-15
	Stopping T3511 after transitioning to 5GMM-CONNECTED mode
	F
	15.1.0
	C1-188861
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.5.1.3.7, 10.2
	 

	24.501
	636
	2
	Rel-15
	Clarification on storage of UE policy sections of multiple PLMNs
	F
	15.1.0
	C1-188969
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	D.2.1.2
	TS/TR 23.503 CR 0146 (SA2)

	24.501
	637
	1
	Rel-15
	Corrections to UE handling of reject with cause #13
	F
	15.1.0
	C1-188848
	Qualcomm Incorporated, Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.3.5, 5.6.1.5
	 

	24.501
	639
	1
	Rel-15
	Clarification on the Selected EPS NAS security algorithms
	F
	15.1.0
	C1-188886
	Qualcomm Incorporated
	5GS_Ph1-CT
	4.4.2.4, 5.4.2.3
	 

	24.501
	641
	3
	Rel-15
	Handling errors due to missing QoS flow descriptions parameters for GBR QoS flows
	F
	15.1.0
	C1-188970
	Qualcomm Incorporated, MediaTek Inc., Ericsson
	5GS_Ph1-CT
	6.3.2.4, 6.4.1.3
	 

	24.501
	642
	2
	Rel-15
	Clarification on inclusion of Requested NSSAI during periodic registration updating
	F
	15.1.0
	C1-188968
	Qualcomm Incorporated, InterDigital
	5GS_Ph1-CT
	5.5.1.3.2, 8.2.6.5
	 

	24.501
	643
	1
	Rel-15
	The release of the existing N1 NAS signalling connection after UCU
	F
	15.1.0
	C1-188844
	vivo
	5GS_Ph1-CT
	5.4.4.3
	 

	24.501
	646
	1
	Rel-15
	Always-on PDU sessions and associated access
	F
	15.1.0
	C1-188537
	vivo
	5GS_Ph1-CT
	5.5.1.3.2, 5.6.1.2
	 

	24.501
	647
	1
	Rel-15
	Clarification on the applicability of NSSAI to the EPLMNs
	F
	15.1.0
	C1-188825
	Huawei, HiSilicon, Ericsson
	5GS_Ph1-CT
	4.6.1
	 

	24.501
	648
	1
	Rel-15
	Clarification on the applicability of service area restrictions to the EPLMNs
	F
	15.1.0
	C1-188533
	Huawei, HiSilicon, Ericsson
	5GS_Ph1-CT
	5.3.5
	 

	24.501
	649
	1
	Rel-15
	QFI and QRI values in 5GSM messages
	F
	15.1.0
	C1-188556
	Huawei, HiSilicon, Intel, MediaTek Inc.
	5GS_Ph1-CT
	6.4.2.2, 9.11.4.12, 9.11.4.13
	 

	24.501
	650
	2
	Rel-15
	Corrections on operation mode selection
	F
	15.1.0
	C1-188938
	Huawei, HiSilicon
	5GS_Ph1-CT
	4.8.1
	 

	24.501
	651
	1
	Rel-15
	Clarification on handling of PDU sessions associated with 3GPP access and non-3GPP access for interworking
	F
	15.1.0
	C1-188585
	Huawei, HiSilicon
	5GS_Ph1-CT
	6.1.4.1, 6.1.4.2
	 

	24.501
	652
	-
	Rel-15
	Clarifications on Configuration Update procedure
	F
	15.1.0
	C1-188359
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.4.4.1
	 

	24.501
	653
	-
	Rel-15
	Correction on timer T3511
	F
	15.1.0
	C1-188360
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.3.7, 10.2
	 


