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***** Next change *****
D.2.1.2
Network-requested UE policy management procedure initiation

In order to initiate the network-requested UE policy management procedure, the PCF shall:

a)
encode the information about the UE policy sections to be added, modified or deleted in a UE policy section management list IE as specified in subclause D.6.2 and include it in a MANAGE UE POLICY COMMAND message.

b)
send the MANAGE UE POLICY COMMAND message to the UE via the AMF as specified in 3GPP TS 23.502 [9]; and

c)
start timer T3501 (see example in figure D.2.2.1).
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Figure D.2.2.1: Network-requested UE policy management procedure
Upon receipt of the MANAGE UE POLICY COMMAND message, for each instruction included in the UE policy section management list IE, the UE shall:

a)
store the received UE policy section of the instruction, if the UE has no stored UE policy section associated with the same UPSI as the UPSI associated with the instruction;

b)
replace the stored UE policy section with the received UE policy section of the instruction, if the UE has a stored UE policy section associated with the same UPSI as the UPSI associated with the instruction; or

c)
delete the stored UE policy section, if the UE has a stored UE policy section associated with the same UPSI as the UPSI associated with the instruction and the UE policy section contents of the instruction is empty.

***** Next change *****
D.2.1.3
Network-requested UE policy management procedure accepted by the UE

If all instructions included in the UE policy section management list IE were executed successfully by the UE, the UE shall:

a)
create a MANAGE UE POLICY COMPLETE message; and

b)
transport the MANAGE UE POLICY COMPLETE message using the NAS transport procedure as specified in subclause 5.4.5.

Upon receipt of the MANAGE UE POLICY COMPLETE message, the PCF shall stop timer T3501.

***** Next change *****
D.2.1.4
Network-requested UE policy management procedure not accepted by the UE

If the UE could not execute all instructions included in the UE policy section management list IE successfully, the UE shall:

a)
encode the UPSI associated with the instructions which could not be executed successfully and the associated UE policy delivery service cause indicating the cause of the failure in a UE policy section management result IE as specified in subclause D.5.3 and include it in a MANAGE UE POLICY COMMAND REJECT message, and
b)
transport the MANAGE UE POLICY COMMAND REJECT message using the NAS transport procedure as specified in subclause 5.4.5.
Upon receipt of the MANAGE UE POLICY COMMAND REJECT message, the PCF shall stop timer T3501.

Upon receipt of the N15 indication that the UE is not reachable, the PCF shall stop the T3501.

***** Next change *****
D.7
Timers of UE policy delivery service
Timers of UE policy delivery service are shown in table D.7.1.
Table D.7.1: Timers of UE policy delivery service – PCF side

	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
THE
1st, 2nd, 3rd, 4th EXPIRY

	T3501
	NOTE 1
	Transmission of MANAGE UE POLICY COMMAND
	MANAGE UE POLICY COMMAND COMPLETE or MANAGE UE POLICY COMMAND REJECT message received
	Retransmission of MANAGE UE POLICY COMMAND message

	NOTE 1:
The value of this timer is network dependent.
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