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*** 1st Change ***

5.15.3.2.3.1
Notification via POST

The HTTP POST method delivers a received MSISDN-less MO SMS. The SCEF shall initiate the HTTP POST request message and the SCS/AS shall respond to the message.

This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.15.3.2.3.1-1 and table 5.15.3.2.3.1-2.

Table 5.15.3.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	


Table 5.15.3.3.3.1-2: Data structures supported by the POST request/response by the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	MsisdnLessMoSmsNotification
	1
	The MSISDN-less MO SMS.

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	MsisdnLessMoSmsNotificationReply
	
	200 OK
	The MSISDN-less MO SMS is received successfully.

	NOTE:
The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 also apply.


*** 1st Change ***

A.15
MsisdnLessMoSms API

openapi: 3.0.0

info:

  title: 3gpp-msisdn-less-mo-sms

  version: "1.PreR15.1.0"

servers:

  - url: '{apiRoot}'
    variables:

      apiRoot:

        default: https://demohost.com

        description: apiRoot as defined in subclause 5.2.4 of 3GPP TS 29.122.

paths:

  /:

    post:

      requestBody:

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/MsisdnLessMoSmsNotification'

      responses:

        '200':

          description: Success

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/MsisdnLessMoSmsNotificationReply'

        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'

        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29122_CommonData.yaml#/components/responses/404'



        '411':

          $ref: 'TS29122_CommonData.yaml#/components/responses/411'


        '413':

          $ref: 'TS29122_CommonData.yaml#/components/responses/413'

        '415':

          $ref: 'TS29122_CommonData.yaml#/components/responses/415'

        '429':

          $ref: 'TS29122_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'

        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:

  schemas: 
    MsisdnLessMoSmsNotification:

      type: object

      properties:

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

        sms:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/Bytes'

        externalId:

          type: string

          description: External identifier has the form username@realm.

        ApplicationPort:

          type: integer

          description: Unsigned integer used to uniquely identify the triggering application addressed in the device, see subclause 9.2.3.24.4 in TS 23.040 [43] for further details.

      required:

        - supportedFeatures
        - sms

        - externalId

        - ApplicationPort

    MsisdnLessMoSmsNotificationReply:

      type: object

      properties:

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

      required:

        - supportedFeatures
*** End of Changes ***

