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*** First Change ***

5.4.2.1.2
Type: Bdt

This type represents a BDT subscription. The same structure is used in the subscription request and subscription response.

Table 5.4.2.1.2-1: Definition of type Bdt
	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE)

	self
	Link
	0..1
	Link to the resource "Individual BDT Subscription". 
This parameter shall be supplied by the SCEF in HTTP responses.
	

	supportedFeatures
	SupportedFeatures
	0..1
	Used to negotiate the supported optional features of the API as described in subclause 5.2.7.
This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	volumePerUE
	UsageThreshold
	1
	Identifies the data volume expected to be transferred per UE.
	

	numberOfUEs
	integer
	1
	Identifies the number of UEs.
	

	desiredTimeWindow
	TimeWindow
	1
	Identifies the time interval.
	

	locationArea
	LocationArea
	0..1
	Identifies the area within which the SCS/AS requests the number of UE.
	

	referenceId
	BdtReferenceId
	0..1
	Identifies a selected policy of background data transfer.
	

	transferPolicies
	array(TransferPolicy)
	0..N
	Identifies an offered transfer policy.
	

	selectedPolicy
	integer
	0..1
	Identity of the selected background data transfer policy. Shall not be present in initial message exchange, can be provided by NF service consumer in a subsequent message exchange.
	

	NOTE:
Properties marked with a feature as defined in subclause 5.4.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.
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