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***** First change *****
7.1.1.2
Structure of ENVELOPE (SMS-PP DOWNLOAD)

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	SMS-PP download tag
	9.1
	M
	Y
	1

	Length (A+B+C)
	-
	M
	Y
	1 or 2

	Device identities
	8.7
	M
	Y
	A

	Address
	8.1 or 8.108
	M(see note2)
	N(see note1)
	B

	URI truncated
	8.135
	C
	N
	2

	SMS TPDU (SMS-DELIVER)
	8.13
	M
	Y
	C

	Originating Address
	8.108
	C
	N (see note1)
	D

	NOTE1:
The UICC shall be able to manage the situation when the address field is not present, in order to ensure backwards compatibility with previous releases of this specification.
NOTE2: 
The address data object does not contain the address of a service center when SMS-PP data download is transporting SOR transparent container information element received from REGISTRATION ACCEPT or DL NAS TRANSPORT message.


-
Device identities: the ME shall set the device identities to:

-
source:

Network;

-
destination:
UICC.

-
Address: The address data object holds the RP_Originating_Address of the Service Centre (TS‑Service-Centre-Address), as defined in 3GPP TS 24.011 [10]. If the USIM or the ISIM Service Table indicates URI support for SMS-PP DOWNLOAD, then this address data object may contain the Public Service Identity of the Service Center. If the URI is longer than the maximum length that can be transmitted to the UICC, then the URI shall be truncated to the maximum length that can be transmitted to the UICC and the request shall contain a URI truncated tag.
-
Originating Address: If the USIM or the ISIM Service Table indicates URI support for SMS-PP DOWNLOAD, then the Originating Address data object may be present and contain the Public Identity (IMPU) of the sender of the short message. If the URI is longer than the maximum length that can be transmitted to the UICC, then the Originating Address data object shall not be sent.

Response parameters/data.

It is permissible for the UICC not to provide response data. If the UICC provides response data, the following data is returned.

	Byte(s)
	Description
	Length

	1‑X (X(128)
	UICC Acknowledgement
	X


***** End change *****
