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*** 1st Change ***

4.1.2
Service Architecture

The 5G System Architecture is defined in 3GPP TS 23.501 [2]. The Policy and Charging related 5G architecture is also described in 3GPP TS 29.513 [7].

The Session Management Event Exposure Service (Nsmf_EventExposure) is part of the Nsmf service-based interface exhibited by the Session Management Function (SMF),

Known consumers of the Nsmf_EventExposure service are:


-
Network Exposure Function (NEF)

-
Access and Mobility Management Function (AMF).

-
Application Function (AF)

The PCF accesses the Session Management Event Exposure Service at the SMF via the N7 Reference point.

NOTE:
The PCF can implicitly subscribe on behalf of the AF and NEF to the UP_PATH_CH event by including the information on AF subscription within the PCC rule.
The AMF accesses the Session Management Event Exposure Service at the SMF via the N11 Reference point.
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Figure 4.1.2-1: Reference Architecture for the Nsmf_EventExposure_Notify Service; SBI representation
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Figure 4.1.2-2: Reference Architecture for the Nsmf_EventExposure_Notify Service: reference point representation

*** 2nd Change ***

4.1.3.2
NF Service Consumers




The Network Exposure Function (NEF);

-
provides a means to securely expose the services and capabilities provided by 3GPP network functions for e.g. 3rd parties or internal exposure.

The Access and Mobility Management function (AMF) provides:

-
Registration management;

-
Connection management;

-
Reachability management; and
-
Mobility Management.

The Application Function (AF)

-
interacts with the 3GPP Core Network to provide services.

*** End of Changes ***
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