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	Reason for change:
	The data type for attribute dnai reuses the data type Dnai defined in TS 29.571. However, in subclause 7.3.3.2, the Dnai is defined as a simple data type for Exposure data. It’s proposed to remove the definition of Dnai as defined in subclause 7.3.3.2.
Additionally, it’s proposed to remove the reference to Dnai in subclause 6.4.1 since no usage for Application data.
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*** 1st Change ***

6.4.1
General

This subclause specifies the application data model supported by the API.

Table 6.4.1-1 specifies the data types defined for the Nudr_DataRepository Service API for Application Data service based interface protocol.

Table 6.4.1-1: Nudr specific Data Types for Application Data
	Data type
	Section defined
	Description
	Applicability

	
	
	
	


Table 6.4.1-2 specifies data types re-used by the Nudr_DataRepository Service API for Application Data service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr_DataRepository Service API for Application Data service based interface. 

Table 6.4.1-2: Nudr re-used Data Types for Application Data
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [7]
	Indicates an application identifier.
	

	DateTime
	3GPP TS 29.571 [7]
	Indicates a date and time.
	

	
	
	
	

	Dnn
	3GPP TS 29.571 [7]
	Identifies a Data Network Name.
	

	EthFlowDescription
	3GPP TS 29.514 [16]
	Contains the Ethernet data flow information.
	

	FlowInfo
	3GPP TS 29.122 [9]
	Contains the flow information.
	

	NetworkAreaInfo
	3GPP TS 29.554 [13]
	Describes a network area information
	

	PfdDataForApp
	3GPP TS 29.551 [8]
	Identifies the PFDs for one application identifier
	

	Snssai
	3GPP TS 29.571 [7]
	Identifies a Single Network Slice Selection Assistance Information
	

	Supi
	3GPP TS 29.571 [7]
	Identifies a SUPI that shall contain either an IMSI or an NAI
	

	TrafficRoute
	3GPP TS 29.522 [14]
	Identifies the N6 traffic routing requirement.
	

	Uri
	3GPP TS 29.571 [7]
	Identifies a URI.
	


*** 2nd Change ***

7.3.3.2
Simple data types

The simple data types defined in table 7.3.3.2-1 shall be supported.

Table 7.3.3.2-1: Simple data types

	Type Name
	Type Definition
	Description
	Applicability

	
	
	
	


*** End of Changes ***

