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[bookmark: _Toc502365414][bookmark: _Toc502302912]
4.2.8	EFUST (USIM Service Table)
This EF indicates which services are available. If a service is not indicated as available in the USIM, the ME shall not select this service.

	Identifier: '6F38'
	Structure: transparent
	Mandatory

	SFI: '04'
	

	File size: X bytes, (X ≥ 1)
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1
	Services n1 to n8
	M
	1 byte

	2
	Services n9 to n16
	O
	1 byte

	3
	Services n17 to n24
	O
	1 byte

	4
	Services n25 to n32
	O
	1 byte

	etc.
	
	
	

	X
	Services n(8X‑7) to n(8X)
	O
	1 byte



	‑Services
	
	

	   Contents:
	Service n°1:
	Local Phone Book

	
	Service n°2:
	Fixed Dialling Numbers (FDN)

	
	…
	

	
	Service n°119
	V2X

	
	Service n°120
	XCAP Configuration Data

	
	Service n°yyy
	Support for SUPI of type network specific identifier



The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of the 3GPP. 
Service n°46 can only be declared "available" if service n°45 is declared "available".
Service n°95, n°99 and n°115 shall not be declared "available" if an ISIM application is present on the UICC.

[…]
***** Next change *****

[bookmark: _Toc526329722]4.4.11	Contents of files at the DF5GS level
[bookmark: _Toc526329723]4.4.11.1	Introduction
This clause describes the files that are specific for 5GS.
DF5GS shall be present at the ADFUSIM level if any of the following services are "available" in EFUST (USIM Service Table):
	Service n°122
	5GS Mobility Management Information

	Service n°123
	5G Security Parameters

	Service n°124
	Subscription identifier privacy support

	Service n°125
	SUCI calculation by the USIM

	Service n°126
	UAC Access Identities support

	Service n°127
	Steering of UE in VPLMN

	Service n°yyy
	Support for SUPI of type network specific identifier



***** Next change *****


[bookmark: _Toc510544018]4.4.11.XX	EFNSI (Network Specific Identifier)
If service n°yyy is "available", this file shall be present.
This EF contains the SUPI consisting of a network specific identifier in NAI format, as specified in TS 23.003 [25]. The SUPI contained in this EF shall not be an IMSI.
	Identifier: '4Fxx'
	Structure: transparent
	Optional

	SFI: 'yy'
	

	File size: X bytes
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1 to X
	Network specific identifier in NAI format
	M
	X bytes



Network Specific Identifier in NAI format:
Contents:
· Network specific identifier in NAI format as Subscription Permanent Identifier, as specified in 3GPP TS 23.003 [4].
Coding:
· NAI constructed as specified in IETF RFC 7542 and encoded as UTF-8 string.
***** Next change *****
[bookmark: _Toc526329764]4.7	Files of USIM
This clause contains two figures depicting the file structure of the UICC and the ADFUSIM. ADFUSIM shall be selected using the AID and information in EFDIR.

…
Figure 4.1: File identifiers and directory structures of UICC
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***** Next change *****


[bookmark: _Toc510544174]5.2	USIM security related procedures
…
5.2.X	NSI request
Requirement:		Service n°yyy is "available".
Request:	The ME performs the reading procedure with EFNSI.
The ME shall ignore the content of this EF if the EF contains an IMSI.

***** Next change *****
[bookmark: _Toc510544352]Annex A (informative):
EF changes via Data Download or USAT applications
This annex defines if changing the content of an EF by the network (e.g. by sending an SMS), or by a USAT Application, is advisable. Updating of certain EFs "over the air" such as EFACC could result in unpredictable behaviour of the UE; these are marked "Caution" in the table below. Certain EFs are marked "No"; under no circumstances should "over the air" changes of these EFs be considered.

	File identification
	Description
	Change advised

	'2F00'
	Application directory
	Caution

	'2F05'
	Preferred languages 
	Yes

	…
	
	

	'4Fxx'
	Network Specific Identifier
	Caution

	'4F09'
	ProSe Group Counter
	No

	'4F10'
	ProSe Service Table
	Caution

	…
	
	

	NOTE1:	If EFIMSI is changed, the UICC should issue REFRESH as defined in 3GPP TS 31.111 [12] and update EFLOCI, EFPSLOCI, and EFEPSLOCI accordingly.
NOTE2:	This file may contain eCALL related test and reconfiguration numbers or URIs.
NOTE3: 	If EFUICCIARI is changed, the UICC shall issue a REFRESH command as defined in TS 31.111.  The ME shall read the updated list of IARIs associated with active applications installed on the UICC. 
NOTE4:	Updating EFProSe_UIRC Over-The-Air, especially adding more parameters to the report, may cause a reduction of number of reports to be able to be stored in the UE.



Editor’s Note:	The REFRESH for NSI update needs to be further specified.

***** Next change *****
[bookmark: _Toc502303335]Annex E (informative):
Suggested contents of the EFs at pre‑personalization
If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.			
	File Identification
	Description
	Value

	'2F00'
	Application directory
	Card issuer/operator dependent

	…
	…
	…

	'4F08'
	ProSe PLMN Parameters
	Operator dependent

	'4Fxx'
	Network Specific Identifier
	Operator dependent

	'4F09'
	ProSe Group Counter
	'FF…FF'

	'4F10'
	ProSe Service Table
	Operator dependent

	'4F11'
	ProSe UsageInformationReportingConfiguration
	Operator dependent

	…
	…
	…

	'6FC5'
	PLMN Network Name
	Operator dependent

	'6FC6'
	Operator Network List
	Operator dependent

	'6FC7'
	Mailbox Dialling Numbers
	Operator dependent

	…
	…
	…



***** Next change *****
[bookmark: _Toc526329992]H.9	List of SFI Values at the DF 5GS Level

	File Identification
	SFI
	Description

	'4F01'
	'01'
	5GS 3GPP location information (Note)

	'4F02'
	'02'
	5GS non-3GPP location information (Note)

	'4F03'
	'03'
	5GS 3GPP Access NAS Security Context

	'4F04'
	'04'
	5GS non-3GPP Access NAS Security Context

	'4F05'
	'05'
	5G authentication keys

	'4F06'
	'06'
	UAC Access Identities Configuration

	'4F07'
	'07'
	Subscriber Concealed Identifier Calculation Information

	'4Fxx'
	'yy'
	Network Specific Identifier

	NOTE:	If EFIMSI is changed, the UICC should issue REFRESH as defined in 3GPP TS 31.111 [12] and update EF5GS3GPPLOCI and EF5GSN3GPPLOCI accordingly.




All other SFI values are reserved for future use.

***** End of changes *****


