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* * * First Change * * * *
6.1.6.2.3	Type: SdmSubscription 
Table 6.1.6.2.3-1: SdmSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description

	nfInstanceId
	NfInstanceId
	M
	1
	Identity of the NF Instance creating the subscription.

	implicitUnsubscribe
	boolean
	O
	0..1
	If present with value true indicates that the subscription expires when the subscribing NF (AMF, SMF, SMSF) identified by the nfInstanceId ceases to be registered at the UDM.

	expires
	DateTime
	C
	0..1
	If present, indicates the point in time at which the subscription expires. Shall be present if implicitUnsubscribe is absent or false. 
Within a POST request the proposed expiry time is conveyed whereas in a POST response the confirmed expiry time is returned.

	callbackReference
	Uri
	M
	1
	URI provided by the NF service consumer to receive notifications

	amfServiceNameDataChange
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which Data Change Notifications are to be sent (see see subclause 6.5.2.2 of 3GPP TS 29.500 [4]). This IE may be included if the NF service consumer is an AMF.

	monitoredResourceUris
	array(Uri)
	M
	1..N
	A set of URIs that identify the resources for which a change triggers a notification

	singleNssai
	Snssai
	O
	0..1
	This IE may be present if the consumer is SMF. See NOTE.

	dnn
	Dnn
	O
	0..1
	This IE may be present if the consumer is SMF. See NOTE.

	subscriptionId
	string
	C
	0..1
	This attribute shall be present if the SdmSubscription is sent in a GET response message on Nudr. It identifies the individual sdmSubscription stored in the UDR and may be used by the UDM to delete an expired or implicitly unsubscribed sdmSubscription.

	NOTE:	If "singleNssai" is not included, and "dnn" is not included, the UDM shall notify the data change of all DNN configurations and network slice(s).
	If "singleNssai" is included, and "dnn" is not included, the UDM shall notify the data change of network slice identified by "singleNssai" and all DNN configurations for the requested network slice identified by "singleNssai".
	If "singleNssai" is not included, and "dnn" is included, the UDM shall notify the data change of all network slices where such DNN is available and all DNN configurations identified by "dnn".
	If "singleNssai" is included, and "dnn" is included, the UDM shall notify the data change of network slice identified by "singleNssai" where such DNN is available and the DNN configuration identified by "dnn", if such DNN is available in the network slice identified by "singleNssai".



[bookmark: _Toc532989734]* * * Next Change * * * *
[bookmark: _Toc532989986]A.2	Nudm_SDM API
openapi: 3.0.0

*************text not shown for clarity******

    SdmSubscription:
      type: object
      required:
        - nfInstanceId
        - callbackUri
        - monitoredResourceUri
      properties:
        nfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        implicitUnsubscribe:
          type: boolean
        expires:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        callbackReference:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        amfServiceName:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/ServiceName'
        monitoredResourceUris:
          type: array
          items: 
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
          minItems: 1
        singleNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        subscriptionId:
          type: string


*************text not shown for clarity******

* * * End Of Change * * * *
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