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* * * First Change * * * *
6.1.6.2.4	Type: AccessAndMobilitySubscriptionData
Table 6.1.6.2.4-1: Definition of type AccessAndMobilitySubscriptionData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See subclause 6.1.8

	gpsis
	array(Gpsi)
	O
	0..N
	List of Generic Public Subscription Identifier; see 3GPP TS 29.571 [7]

	internalGroupIds
	array(GroupId)
	O
	1..N
	List of internal group identifier; see 3GPP TS 23.501 [2] subclause 5.9.7

	subscribedUeAmbr
	AmbrRm
	O
	0..1
	

	nssai
	Nssai
	O
	0..1
	Network Slice Selection Assistance Information

	ratRestrictions
	array(RatType)
	O
	0..N
	List of RAT Types that are restricted; see 3GPP TS 29.571 [7]

	forbiddenAreas
	array(Area)
	O
	0..N
	List of forbidden areas

	serviceAreaRestriction
	ServiceAreaRestriction
	O
	0..1
	Subscribed Service Area Restriction

	coreNetworkTypeRestrictions
	array(CoreNetworkType)
	O
	0..N
	List of Core Network Types that are restricted

	rfspIndex
	RfspIndexRm
	O
	0..1
	Index to RAT/Frequency Selection Priority;

	subsRegTimer
	DurationSecRm
	O
	0..1
	Subscribed periodic registration timer; see 3GPP TS 29.571 [7]

	ueUsageType
	UeUsageType
	O
	0..1
	

	mpsPriority
	MpsPriorityIndicator
	O
	0..1
	

	mcsPriority
	McsPriorityIndicator
	O
	0..1
	

	activeTime
	DurationSecRm
	O
	0..1
	subscribed active time for PSM UEs

	dlPacketCount
	DlPacketCount
	O
	0..1
	DL Buffering Suggested Packet Count indicates whether extended buffering of downlink packets for High Latency Communication is requested.

	sorInfo
	SorInfo
	O
	0..1
	This IE shall be present if the UDM shall send the information for Steering of Roaming during registration or the subscription data update to the UE.

	micoAllowed
	MicoAllowed
	O
	0..1
	Indicates whether the UE subscription allows MICO mode.

	sharedAmDataIds
	array(SharedDataId)
	O
	0..N
	Identifier of shared Access And Mobility Subscription data

	odbPacketServices
	OdbPacketServices
	O
	0..1
	Operator Determined Barring for Packet Oriented Services

	subscribedDnnList
	array(Dnn)
	O
	0..N
	List of the subscribed DNNs for the UE. Used to determine the list of LADN available to the UE as defined in clause 5.6.5 of TS 23.501 [2].

	NOTE:	AccessAndMobilitySubscriptionData can be UE-individual data or shared data. 
UE-individual data take precedence over shared data. 
E.g.: When an attribute of type array is present but empty within UE-Individual data and present (with any cardinality) in shared data, the empty array takes precedence. Similarly, when a nullable attribute is present with value null within the individual data and present (with any value) in shared data, the null value takes precedence (i.e. for the concerned UE the attribute is considered absent).




[bookmark: _Toc532989735]* * * Next Change * * * *
[bookmark: _Toc532989986][bookmark: _GoBack]A.2	Nudm_SDM API
openapi: 3.0.0

*****************text not shown for clarity


    AccessAndMobilitySubscriptionData:
      type: object
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        internalGroupIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
          minItems: 1
        subscribedUeAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmbrRm'
        nssai:
          $ref: '#/components/schemas/Nssai'
        ratRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        forbiddenAreas:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Area'
        serviceAreaRestriction:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ServiceAreaRestriction'
        coreNetworkTypeRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/CoreNetworkType'
        rfspIndex:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RfspIndexRm'
        subsRegTimer:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        ueUsageType:
          $ref: '#/components/schemas/UeUsageType'
        mpsPriority:
          $ref: '#/components/schemas/MpsPriorityIndicator'
        mcsPriority:
          $ref: '#/components/schemas/McsPriorityIndicator'
        activeTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        dlPacketCount:
          $ref: '#/components/schemas/DlPacketCount'
        sorInfo:
          $ref: '#/components/schemas/SorInfo'
        micoAllowed:
          $ref: '#/components/schemas/MicoAllowed'
        sharedAmDataIds: 
          type: array
          items:
            $ref: '#/components/schemas/SharedDataId'
          minItems: 1
        odbPacketServices:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/OdbPacketServices'
        subscribedDnnList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'


*****************text not shown for clarity


* * * End Of Change * * * *
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