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	Reason for change:
	The smContextRef attribute in the PduSessionContext data type is defined as a URI and described as "indicating the SM context reference". 

The description should be clarified to indicate that it contains the complete URI of an individual SM Context, including the apiRoot.  

The URI of an SM Context is defined in subclause 6.1.3.3.2 of 3GPP TS 29.502:  

 {apiRoot}/nsmf-pdusession/v1/sm-contexts/{smContextRef}


	
	

	Summary of change:
	The smContextRef attribute contains the complete URI of the SM context, including the apiRoot. 

	
	

	Consequences if not approved:
	Ambiguities on the content of the smContextRef attribute, possibly resulting in interoperability issues and failures to move PDU sessions across AMFs.
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[bookmark: _Toc532985502]* * * First Change * * * *
[bookmark: _Toc532995803][bookmark: _Toc532985302][bookmark: _Toc532985376]6.1.6.2.37	Type: PduSessionContext
Table 6.1.6.2.37-1: Definition of type PduSessionContext
	Attribute name
	Data type
	P
	Cardinality
	Description

	pduSessionId
	PduSessionId
	M
	1
	Indicates the identifier of the PDU Session.

	smContextRef
	Uri
	M
	1
	Indicates the URI of the SM context reference., including the apiRoot (see subclause 6.1.3.3.2 of 3GPP TS 29.502 [16]).

	sNssai
	Snssai
	M
	1
	Indicates the associated S-NSSAI for the PDU Session.

	dnn
	Dnn
	M
	1
	Indicates the Data Network Name.

	accessType
	AccessType
	M
	1
	Indicates the access type of the PDU session.

	allocatedEbiList
	array(EbiArpMapping)
	M
	1..N
	This IE shall contain the EBIs currently allocated to the PDU session.

	hsmfId
	NfInstanceId
	C
	0..1
	This IE shall be present for non-roaming and home-routed PDU sessions. When present, it shall indicate the associated home SMF for the PDU Session.

	vsmfId
	NfInstanceId
	C
	0..1
	This IE shall be present if roaming PDU sessions. When present, it shall indicate the associated visit SMF for the PDU Session.

	nsInstance
	NsiId
	C
	1
	This IE shall be present if available. When present, this IE shall Indicate Network Slice Instance for the PDU Session
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