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	Title:	
	Correction of MO counter names CFx11 and CFx12

	
	

	Source to WG:
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	Source to TSG:
	C1

	
	

	Work item code:
	MCPTT-CT
	
	Date:
	2019-01-11

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The names of certain off-network counters are not correct as per TS 24.379, their source, and are inconsistent with TS 24.483, figure 8.1.4, which is in alignment with TS 24.379.  The naming convention to quickly identify counters associated with group, private, broadcast, or emergency protocols is violated.

	
	

	Summary of change:
	Change the names of counter CFP11 to CFG11 and counter CFP12 to CFG12.

	
	

	Consequences if not approved:
	Misalignment and non-matching values (interoperability issues) when the Management object is implemented and information is exchanged.

	
	

	Clauses affected:
	8.2.78, 8.2.79
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	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
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	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	[bookmark: _GoBack]Need to update MCS UE initial configuration MO.xml file accordingly.
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*** Next change ***

[bookmark: _Toc517369375]8.2.78	/<x>/OffNetwork/Counters/CFGP11
Table 8.2.78.1: /<x>/OffNetwork/Counters/CFGP11
	OffNetwork/Counters/CFGP11

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node indicates the counter for MCPTT group call emergency end retransmission as specified in 3GPP TS 24.379 [7].


-	Values: 0-255

*** Next change ***

[bookmark: _Toc517369376]8.2.79	/<x>/OffNetwork/Counters/CFGP12
Table 8.2.79.1: /<x>/OffNetwork/Counters/CFGP12
	OffNetwork/Counters/CFGP12

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node indicates the counter for MCPTT imminent peril call emergency end retransmission as specified in 3GPP TS 24.379 [7].


-	Values: 0-255

*** End of changes ***
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