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	Reason for change:
	1/ subclause 9.4.3.2.X should be subclause 9.4.3.2.5. also the description for Warning Area Coordinates is unnecessarily repetitive which makes the description confusing: 
This parameter contains the coordinates of the warning area. It contains the parameter contained in the "Warning Area Coordinates" IE (see subclause 9.3.63) of the WRITE-REPLACE-WARNING-REQUEST Request message received from the CBC (see subclause 9.2.16) or WRITE-REPLACE-WARNING-REQUEST-NG-RAN message received from the CBCF (see subclause 9.2.26).
Similar issue for description in subclause 9.4.3.2.4.

2/ In subclause 9.3.29 for List of TAI IE, the parameter should be applicable for E-UTRAN only as List of NG-RAN TAIs for NG-RAN is defined in subclause 9.3.54 already:
9.3.29
List of TAIs

This parameter is applicable for E-UTRAN and NG-RAN only.

The Tracking Area ID List IE is used to uniquely identify a Tracking Area; see 3GPP TS 36.413 [36] for E-UTRAN and 3GPP TS 38.413 [40] for NG-RAN.
9.3.54
List of NG-RAN TAIs

This parameter is applicable for NG-RAN only.

The List of NG-RAN TAIs IE is used to uniquely identify NG-RAN Tracking Areas; see 3GPP TS 38.413 [40]. 

	
	

	Summary of change:
	- correct List of TAIs IE applicability.
- fix repetitive texts.

- misc. editorials.

Interoperability impact analysis: 

No interface change. No interoperability impact.

	
	

	Consequences if not approved:
	Incorrect specification
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	*** Next Change ***


9.4.3.2.4
CB Data

This parameter contains the content of the warning message and is contained in the Warning Message Content E-UTRAN IE (see subclause 9.3.35) of the WRITE-REPLACE-WARNING-REQUEST Request message received from the CBC (see subclause 9.2.16). It is encoded as specified in subclause 9.4.2.2.5.

	*** Next Change ***


9.4.3.2.5
Warning Area Coordinates
This parameter contains the coordinates of the warning area and is contained in the Warning Area Coordinates IE (see subclause 9.3.63) of the WRITE-REPLACE-WARNING-REQUEST Request message received from the CBC (see subclause 9.2.16) or WRITE-REPLACE-WARNING-REQUEST-NG-RAN request message received from the CBCF (see subclause 9.2.26).
	*** Next Change ***


9.3.29
List of TAIs

This parameter is applicable for E-UTRAN only.

The Tracking Area ID List IE is used to uniquely identify a Tracking Area; see 3GPP TS 36.413 [36] for E-UTRAN.
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