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*** Next change ***
[bookmark: _Toc533172187]8.2.7.1	Message definition
The REGISTRATION ACCEPT message is sent by the AMF to the UE. See table 8.2.7.1.1.
Message type:	REGISTRATION ACCEPT
Significance:	dual
Direction:		network to UE
Table 8.2.7.1.1: REGISTRATION ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Registration accept message identity
	Message type
9.7
	M
	V
	1

	
	5GS registration result
	5GS registration result
9.11.3.6
	M
	LV
	2

	77
	5G-GUTI
	5GS mobile identity
9.11.3.4
	O
	TLV-E
	14

	4A
	Equivalent PLMNs
	PLMN list
9.11.3.45
	O
	TLV
	5-47

	54
	TAI list
	5GS tracking area identity list
9.11.3.9
	O
	TLV
	9-114

	15
	Allowed NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-74

	11
	Rejected NSSAI
	Rejected NSSAI
9.11.3.46
	O
	TLV
	4-42

	31
	Configured NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-146

	21
	5GS network feature support
	5GS network feature support
9.11.3.5
	O
	TLV
	3-5

	50
	PDU session status
	PDU session status
9.11.3.44
	O
	TLV
	4-34

	26
	PDU session reactivation result
	PDU session reactivation result
9.11.3.42
	O
	TLV
	4-342

	72
	PDU session reactivation result error cause
	PDU session reactivation result error cause
9.11.3.43
	O
	TLV-E
	5-515

	79
	LADN information
	LADN information
9.11.3.30
	O
	TLV-E
	12-1715

	B-
	MICO indication
	MICO indication
9.11.3.31
	O
	TV
	1

	9-
	Network slicing indication
	Network slicing indication
9.11.3.36
	O
	TV
	1

	27
	Service area list
	Service area list
9.11.3.49
	O
	TLV
	6-114

	5E
	T3512 value
	GPRS timer 3
9.11.2.5
	O
	TLV
	3

	5D
	Non-3GPP de-registration timer value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	16
	T3502 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	34
	Emergency number list
	Emergency number list
9.11.3.23
	O
	TLV
	5-50

	7A
	Extended emergency number list
	Extended emergency number list
9.11.3.26
	O
	TLV-E
	7-65538

	73
	SOR transparent container
	SOR transparent container
9.11.3.51
	O
	TLV-E
	20-2048

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503

	A-
	NSSAI inclusion mode
	NSSAI inclusion mode
9.11.3.37A
	O
	TV
	1

	76
	Operator-defined access category definitions
	Operator-defined access category definitions
9.11.3.38
	O
	TLV-E
	3-TBD

	51
	Negotiated DRX parameters
	5GS DRX parameters
9.11.3.2A
	O
	TLV
	3



*** Next change ***
[bookmark: _Toc533172245][bookmark: _Toc533172545]8.2.16.1	Message definition
The SERVICE REQUEST message is sent by the UE to the AMF in order to request the establishment of an N1 NAS signalling connection and/or to request the establishment of user-plane resources for PDU sessions which are established without user-plane resources. See table 8.2.16.1.1.
Message type:	SERVICE REQUEST
Significance:	dual
Direction:		UE to network
Table 8.2.16.1.1: SERVICE REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Service request message identity
	Message type
9.7
	M
	V
	1

	
	ngKSI 
	NAS key set identifier
9.11.3.32
	M
	V
	1/2

	
	Service type
	Service type
9.11.3.50
	M
	V
	1/2

	
	5G-S-TMSI
	5GS mobile identity
9.11.3.4
	M
	LV-E
	98

	40
	Uplink data status
	Uplink data status
9.11.3.57
	O
	TLV
	4-34

	50
	PDU session status
	PDU session status
9.11.3.44
	O
	TLV
	4-34

	25
	Allowed PDU session status
	Allowed PDU session status
9.11.3.13
	O
	TLV
	4-34

	71
	NAS message container
	NAS message container
9.11.3.33
	O
	TLV-E
	4-n



*** Next change ***
[bookmark: _Toc533172251]8.2.17.1	Message definition
The SERVICE ACCEPT message is sent by the AMF to the UE in order to accept the service request procedure. See table 8.2.17.1.1.
Message type:	SERVICE ACCEPT
Significance:	dual
Direction:		network to UE
Table 8.2.17.1.1: SERVICE ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Service accept message identity
	Message type
9.7
	M
	V
	1

	50
	PDU session status
	PDU session status
9.11.3.44
	O
	TLV
	4-34

	26
	PDU session reactivation result
	PDU session reactivation result
9.11.3.42
	O
	TLV
	4-342

	72
	PDU session reactivation result error cause
	PDU session reactivation result error cause
9.11.3.43
	O
	TLV-E
	5-515

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503



*** Next change ***
[bookmark: _Toc533172307]8.2.28.1	Message definition
This message is sent by the UE or the network to transfer a plain 5GS NAS message together with the sequence number and the message authentication code protecting the message. See table 8.2.28.1.1.
Message type:	SECURITY PROTECTED 5GS NAS MESSAGE
Significance:	dual
Direction:		both
Table 8.2.28.1.1: SECURITY PROTECTED 5GS NAS MESSAGE message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.54
	M
	V
	1/2

	
	Message authentication code
	Message authentication code
9.8
	M
	V
	4

	
	Sequence number
	Sequence number
9.10
	M
	V
	1

	
	Plain 5GS NAS message
	Plain 5GS NAS message
9.9
	M
	V
	3-n



*** Next change ***
[bookmark: _Toc533172322]8.3.2.1	Message definition
The PDU SESSION ESTABLISHMENT ACCEPT message is sent by the SMF to the UE in response to PDU SESSION ESTABLISHMENT REQUEST message and indicates successful establishment of a PDU session. See table 8.3.2.1.1.
Message type:	PDU SESSION ESTABLISHMENT ACCEPT
Significance:	dual
Direction:		network to UE
Table 8.3.2.1.1: PDU SESSION ESTABLISHMENT ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity
9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity
9.6
	M
	V
	1

	
	PDU SESSION ESTABLISHMENT ACCEPT message identity
	Message type
9.7
	M
	V
	1

	
	Selected PDU session type
	PDU session type
9.11.4.11
	M
	V
	1/2

	
	Selected SSC mode
	SSC mode
9.11.4.16
	M
	V
	1/2

	
	Authorized QoS rules
	QoS rules
9.11.4.13
	M
	LV-E
	76-65538

	
	Session AMBR
	Session-AMBR
9.11.4.14
	M
	LV
	7

	59
	5GSM cause
	5GSM cause
9.11.4.2
	O
	TV
	2

	29
	PDU address
	PDU address
9.11.4.10
	O
	TLV
	7, 11 or 15

	56
	RQ timer value
	GPRS timer
9.11.2.3
	O
	TV
	2

	22
	S-NSSAI
	S-NSSAI
9.11.2.8
	O
	TLV
	3-10

	8-
	Always-on PDU session indication
	Always-on PDU session indication
9.11.4.3
	O
	TV
	1

	75
	Mapped EPS bearer contexts
	Mapped EPS bearer contexts
9.11.4.8
	O
	TLV-E
	7-65538

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503

	79
	Authorized QoS flow descriptions
	QoS flow descriptions
9.11.4.12
	O
	TLV-E
	65-65538

	7B
	Extended protocol configuration options
	Extended protocol configuration options
9.11.4.6
	O
	TLV-E
	4-65538

	25
	DNN
	DNN
9.11.2.1A
	O
	TLV
	3-102



*** Next change ***
[bookmark: _Toc533172350]8.3.7.1	Message definition
The PDU SESSION MODIFICATION REQUEST message is sent by the UE to the SMF to request a modification of a PDU session. See table 8.3.7.1.1.
Message type:	PDU SESSION MODIFICATION REQUEST
Significance:	dual
Direction:		UE to network
Table 8.3.7.1.1: PDU SESSION MODIFICATION REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity
9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity
9.6
	M
	V
	1

	
	PDU SESSION MODIFICATION REQUEST message identity
	Message type
9.7
	M
	V
	1

	28
	5GSM capability
	5GSM capability
9.11.4.1
	O
	TLV
	3-15

	59
	5GSM cause
	5GSM cause
9.11.4.2
	O
	TV
	2

	55
	Maximum number of supported packet filters
	Maximum number of supported packet filters
9.11.4.9
	O
	TV
	3

	B-
	Always-on PDU session requested
	Always-on PDU session requested
9.11.4.4
	O
	TV
	1

	13
	Integrity protection maximum data rate
	Integrity protection maximum data rate
9.11.4.7
	O
	TV
	3

	7A
	Requested QoS rules
	QoS rules
9.11.4.13
	O
	TLV-E
	7-65538

	79
	Requested QoS flow descriptions
	QoS flow descriptions
9.11.4.12
	O
	TLV-E
	65-65538

	7F
	Mapped EPS bearer contexts
	Mapped EPS bearer contexts
9.11.4.8
	O
	TLV-E
	7-65538

	7B
	Extended protocol configuration options
	Extended protocol configuration options
9.11.4.6
	O
	TLV-E
	4-65538



*** Next change ***
[bookmark: _Toc533172490]9.11.4.2	5GSM cause
The purpose of the 5GSM cause information element is to indicate the reason why a 5GSM request is rejected.
The 5GSM cause information element is coded as shown in figure 9.11.4.2.1 and table 9.11.4.2.1.
The 5GSM cause is a type 3 information element with 2 octets length.
	8
	7
	6
	5
	4
	3
	2
	1
	

	5GSM cause IEI
	octet 1

	Cause value
	octet 2


Figure 9.11.4.2.1: 5GSM cause information element
Table 9.11.4.2.1: 5GSM cause information element
	Cause value (octet 2)

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	1
	1
	0
	1
	0
	
	Insufficient resources

	0
	0
	0
	1
	1
	0
	1
	1
	
	Missing or unknown DNN

	0
	0
	0
	1
	1
	1
	0
	0
	
	Unknown PDU session type

	0
	0
	0
	1
	1
	1
	0
	1
	
	User authentication or authorization failed

	0
	0
	0
	1
	1
	1
	1
	1
	
	Request rejected, unspecified

	0
	0
	1
	0
	0
	0
	1
	0
	
	Service option temporarily out of order

	0
	0
	1
	0
	0
	0
	1
	1
	
	PTI already in use

	0
	0
	1
	0
	0
	1
	0
	0
	
	Regular deactivation

	0
	0
	1
	0
	0
	1
	1
	1
	
	Reactivation requested

	0
	0
	1
	0
	1
	0
	1
	1
	
	Invalid PDU session identity

	0
	0
	1
	0
	1
	1
	0
	0
	
	Semantic errors in packet filter(s)

	0
	0
	1
	0
	1
	1
	0
	1
	
	Syntactical error in packet filter(s)

	0
	0
	1
	0
	10
	1
	1
	0
	
	Out of LADN service area

	0
	0
	1
	0
	1
	1
	1
	1
	
	PTI mismatch

	0
	0
	1
	1
	0
	0
	1
	0
	
	PDU session type IPv4 only allowed

	0
	0
	1
	1
	0
	0
	1
	1
	
	PDU session type IPv6 only allowed

	0
	0
	1
	1
	0
	1
	1
	0
	
	PDU session does not exist

	0
	1
	0
	0
	0
	0
	1
	1
	
	Insufficient resources for specific slice and DNN

	0
	1
	0
	0
	0
	1
	0
	0
	
	Not supported SSC mode

	0
	1
	0
	0
	0
	1
	0
	1
	
	Insufficient resources for specific slice

	0
	1
	0
	0
	0
	1
	1
	0
	
	Missing or unknown DNN in a slice

	0
	1
	0
	1
	0
	0
	0
	1
	
	Invalid PTI value

	0
	1
	0
	1
	0
	0
	1
	0
	
	Maximum data rate per UE for user-plane integrity protection is too low

	0
	1
	0
	1
	0
	0
	1
	1
	
	Semantic error in the QoS operation

	0
	1
	0
	1
	0
	1
	0
	0
	
	Syntactical error in the QoS operation

	0
	1
	0
	1
	1
	1
	1
	1
	
	Semantically incorrect message

	0
	1
	1
	0
	0
	0
	0
	0
	
	Invalid mandatory information

	0
	1
	1
	0
	0
	0
	0
	1
	
	Message type non-existent or not implemented

	0
	1
	1
	0
	0
	0
	1
	0
	
	Message type not compatible with the protocol state

	0
	1
	1
	0
	0
	0
	1
	1
	
	Information element non-existent or not implemented

	0
	1
	1
	0
	0
	1
	0
	0
	
	Conditional IE error

	0
	1
	1
	0
	0
	1
	0
	1
	
	Message not compatible with the protocol state

	0
	1
	1
	0
	1
	1
	1
	1
	
	Protocol error, unspecified

	
	
	
	
	
	
	
	
	
	

	Any other value received by the UE shall be treated as 0010 0010, "service option temporarily out of order". Any other value received by the network shall be treated as 0110 1111, "protocol error, unspecified".



*** Next change ***
[bookmark: _Toc533172496]9.11.4.8	Mapped EPS bearer contexts
The purpose of the mapped EPS bearer contexts information element is to indicate a set of EPS contexts for a PDU session, as described in subclause 6.1.4.1.
The mapped EPS bearer contexts information element is a type 6 information element with a minimum length of 7 octet and a maximum length of 65538 octets.
The mapped EPS bearer contexts information element is coded as shown in figure 9.11.4.8.1, figure 9.11.4.8.2, figure 9.11.4.8.3 and table 9.11.4.8.1.
	
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	Mapped EPS bearer contexts IEI
	octet 1

	
	Length of Mapped EPS bearer contexts contents
	octet 2

	
	
	octet 3

	
	
Mapped EPS bearer context 1

	octet 4

octet u

	
	
Mapped EPS bearer context 2

	octet u+1

octet v

	
	
…

	octet v+1

octet w

	
	
Mapped EPS bearer context n

	octet w+1

octet x


Figure 9.11.4.8.1: Mapped EPS bearer contexts
	
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	EPS bearer identity
	octet 4

	
	Length of Mapped EPS bearer context
	octet 5
octet 6

	
	Operation code
	0
Spare
	E bit 
	Number of EPS parameters
	octet 7

	
	EPS parameters list
	octet 8

octet u


Figure 9.11.4.8.2: Mapped EPS bearer context

	
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	EPS parameter identifier 1
	octet 8

	
	Length of EPS parameter contents 1
	octet 9

	
	EPS parameter contents 1
	octet 10
octet h

	
	EPS parameter identifier 2
	octet h+1

	
	Length of EPS parameter contents 2
	octet h+2

	
	EPS parameter contents 2
	octet h+3
octet i

	
	…
	octet i+1
octet j

	
	EPS parameter identifier N
	octet j+1

	
	Length of EPS parameter contents N
	octet j+2

	
	EPS parameter contents N
	octet j+3
octet u


Figure 9.11.4.8.3: EPS parameters list
Table 9.11.4.8.1: Mapped EPS bearer contexts information element
	EPS bearer identity (octet 4)

The EPS bearer identity is used to identity the EPS bearer, and is coded as specified in subclause 9.3.2 of 3GPP TS 24.301 [15].

Operation code (bits 8 to 7 of octet 7)
Bits
8 7
0 0 Reserved
0 1 Create new EPS bearer
1 0 Delete existing EPS bearer
1 1 Modify existing EPS bearer

Bit 6 of octet 7 is spare and shall be coded as zero.

E bit (bit 5 of octet 7)
For the "create new EPS bearer" operation, the E bit is encoded as follows:
Bit
5
0	parameters list is not included
1	parameters list is included

For the "modify existing EPS bearer" operation, the E bit is encoded as follows:
Bit
5
0	previously provided parameters list extension
1	previously provided parameters list replacement

If the E bit is set to "parameters list is not included", the number of EPS parameters field has zero value. If the E bit is set to "parameters list is included", the number of EPS parameters field has non-zero value. If the E bit is set to "previously provided parameters list extension" or "previously provided parameters list replacement", the number of parameters field can have zero or non-zero value.

Number of EPS parameters (bits 4 to 1 of octet 7)
The number of EPS parameters contains the binary coding for the number of EPS parameters in the EPS parameters list field. The number of EPS parameters field is encoded in bits 45 through 1 of octet x+1 where bit 45 is the most significant and bit 1 is the least significant bit. 

EPS parameters list (octets 8 to u)
The EPS parameters list contains a variable number of EPS parameters.

Each EPS parameter included in the EPS parameters list is of variable length and consists of:
-	an EPS parameter identifier (1 octet); 
-	the length of the EPS parameter contents (1 octet); and
-	the EPS parameter contents itself (variable amount of octets).

The EPS parameter identifier field is used to identify each EPS parameter included in the EPS parameters list and it contains the hexadecimal coding of the EPS parameter identifier. Bit 8 of the EPS parameter identifier field contains the most significant bit and bit 1 contains the least significant bit. In this version of the protocol, the following EPS parameter identifiers are specified:
-	01H (Mapped EPS QoS parameters);
-	02H (Mapped extended EPS QoS parameters); and
-	03H (Traffic flow template).
-	04H (APN-AMBR).
-	05H (extended APN-AMBR).

If the EPS parameters list contains an EPS parameter identifier that is not supported by the receiving entity the corresponding EPS parameter shall be discarded.

The length of EPS parameter contents field contains the binary coded representation of the length of the EPS parameter contents field. The first bit in transmission order is the most significant bit.

When the parameter identifier indicates mapped EPS QoS parameters, the length and parameter contents field are coded as specified in subclause 9.9.4.3 of 3GPP TS 24.301 [15].

When the parameter identifier indicates mapped extended EPS QoS parameters, the length and parameter contents field are coded as specified in subclause 9.9.4.30 of 3GPP TS 24.301 [15].

When the parameter identifier indicates traffic flow template, the length and parameter contents field are coded from octet 2 as shown figure 10.5.144 and table 10.5.162 of 3GPP TS 24.008 [12].

When the parameter identifier indicates APN-AMBR, the length and parameter contents field are coded as specified in subclause 9.9.4.2 of 3GPP TS 24.301 [15].

When the parameter identifier indicates Extended APN-AMBR, the length and parameter contents field are coded as specified in subclause 9.9.4.29 of 3GPP TS 24.301 [15].



*** Next change ***
[bookmark: _Toc533172500]9.11.4.12	QoS flow descriptions
The purpose of the QoS flow descriptions information element is to indicate a set of QoS flow descriptions to be used by the UE, where each QoS flow description is a set of parameters as described in subclause 6.2.5.1.1.4.
The QoS flow descriptions information element is a type 6 information element with a minimum length of 65 octets. The maximum length for the information element is 65538 octets.
The QoS flow descriptions information element is coded as shown in figure 9.11.4.12.1, figure 9.11.4.12.2, figure 9.11.4.12.3, figure 9.11.4.12.4, and table 9.11.4.12.1.
	8
	7
	6
	5
	4
	3
	2
	1
	

	QoS flow descriptions IEI
	octet 1

	
Length of QoS flow descriptions contents
	octet 2

octet 3

	
QoS flow description 1
	octet 4

octet u

	
QoS flow description 2
	octet u+1

octet v

	...
	octet v+1

octet w

	
QoS flow description n
	octet w+1

octet x


Figure 9.11.4.12.1: QoS flow descriptions information element

	8
	7
	6
	5
	4
	3
	2
	1
	

	0
Spare
	0
Spare
	QFI
	octet 4

	Operation code
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	octet 5

	0
Spare
	E
	Number of parameters
	octet 6

	
Parameters list
	octet 7*

octet u*


Figure 9.11.4.12.2: QoS flow description 
	8
	7
	6
	5
	4
	3
	2
	1
	

	
Parameter 1
	octet 7

octet m

	
Parameter 2
	octet m+1

octet n

	...
	octet n+1

octet o

	
Parameter n
	octet o+1

octet u


Figure 9.11.4.12.3: Parameters list
	8
	7
	6
	5
	4
	3
	2
	1
	

	Parameter identifier
	octet 7
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Figure 9.11.4.12.4: Parameter
Table 9.11.4.12.1: QoS flow descriptions information element
	QoS flow identifier (QFI) (bits 6 to 1 of octet 4)
QFI field contains the QoS flow identifier.
Bits
6 5 4 3 2 1
0 0 0 0 0 0	no QoS flow identifier assigned
0 0 0 0 0 1	QFI 1
	to
1 1 1 1 1 1	QFI 63
The network shall not set the QFI value to 0.


	Operation code (bits 8 to 6 of octet 5)
Bits
8 7 6
0 0 1	Create new QoS flow description
0 1 0	Delete existing QoS flow description
0 1 1	Modify existing QoS flow description
All other values are reserved.


	E bit (bit 7 of octet 6)
For the "create new QoS flow description" operation, the E bit is encoded as follows:
Bit
7
0	reserved
1	parameters list is included

[bookmark: OLE_LINK49][bookmark: OLE_LINK50]For the "Delete existing QoS flow description" operation, the E bit is encoded as follows:
Bit
7
0	parameters list is not included
1	reserved

For the "modify existing QoS flow description" operation, the E bit is encoded as follows:
Bit
7
0	extension of previously provided parameters
1	replacement of all previously provided parameters

If the E bit is set to "parameters list is not included", the number of parameters field has zero value. If the E bit is set to "parameters list is included", the number of parameters field has non-zero value. If the E bit is set to "extension of previously provided parameters" or "replacement of all previously provided parameters", the number of parameters field has non-zero value. If the E bit is set to "extension of previously provided parameters" and one of the parameters in the new parameters list already exists in the previously provided parameters, the parameter shall be set to the new value.

Number of parameters (bits 6 to 1 of octet 6)
The number of parameters field contains the binary coding for the number of parameters in the parameters list field. The number of parameters field is encoded in bits 6 through 1 of octet 6 where bit 6 is the most significant and bit 1 is the least significant bit. 

Parameters list (octets 7 to u)
The parameters list contains a variable number of parameters.

Each parameter included in the parameters list is of variable length and consists of:
-	a parameter identifier (1 octet); 
-	the length of the parameter contents (1 octet); and
-	the parameter contents itself (variable amount of octets).

The parameter identifier field is used to identify each parameter included in the parameters list and it contains the hexadecimal coding of the parameter identifier. Bit 8 of the parameter identifier field contains the most significant bit and bit 1 contains the least significant bit. In this version of the protocol, the following parameter identifiers are specified:
-	01H (5QI);
-	02H (GFBR uplink);
-	03H (GFBR downlink);
-	04H (MFBR uplink);
-	05H (MFBR downlink);
-	06H (Averaging window); and
-	07H (EPS bearer identity).

If the parameters list contains a parameter identifier that is not supported by the receiving entity the corresponding parameter shall be discarded.
The length of parameter contents field contains the binary coded representation of the length of the parameter contents field. The first bit in transmission order is the most significant bit.

When the parameter identifier indicates 5QI, the parameter contents field contains the binary representation of 5G QoS identifier (5QI) that is one octet in length.

5QI:
Bits
8 7 6 5 4 3 2 1
In network to UE direction:
0 0 0 0 0 0 0 0	Reserved
0 0 0 0 0 0 0 1	5QI 1
0 0 0 0 0 0 1 0	5QI 2
0 0 0 0 0 0 1 1	5QI 3
0 0 0 0 0 1 0 0	5QI 4
0 0 0 0 0 1 0 1	5QI 5
0 0 0 0 0 1 1 0	5QI 6
0 0 0 0 0 1 1 1	5QI 7
0 0 0 0 1 0 0 0	5QI 8
0 0 0 0 1 0 0 1	5QI 9
0 0 0 0 1 0 1 0
	to		Spare
0 1 0 0 0 0 0 0
0 1 0 0 0 0 0 1	5QI 65
0 1 0 0 0 0 1 0	5QI 66
0 1 0 0 0 0 1 1
	to		Spare
0 1 0 0 0 1 0 0
0 1 0 0 0 1 0 1	5QI 69
0 1 0 0 0 1 1 0	5QI 70
0 1 0 0 0 1 1 1
	to		Spare
0 1 0 0 1 0 1 0
0 1 0 0 1 0 1 1	5QI 75
0 1 0 0 1 1 0 0
	to		Spare
0 1 0 0 1 1 1 0
0 1 0 0 1 1 1 1	5QI 79
0 1 0 1 0 0 0 0
	to		Spare
0 1 1 1 1 1 1 1
1 0 0 0 0 0 0 0
	to		Operator-specific 5QIs
1 1 1 1 1 1 1 0
1 1 1 1 1 1 1 1	Reserved

The network shall consider all other values not explicitly defined in this version of the protocol as unsupported.

If the UE receives a 5QI value (excluding the reserved 5QI values) that it does not understand, the UE shall choose a 5QI value from the set of 5QI values defined in this version of the protocol (see 3GPP TS 23.501 [8]) and associated with:
	-	GBR QoS flows, if the QoS flow includes a GFBR uplink parameter and a GFBR downlink parameter; and
	-	non-GBR QoS flows, if the QoS flow does not include a GFBR uplink parameter or does not include a GFBR downlink parameter.

The UE shall use this chosen 5QI value for internal operations only. The UE shall use the received 5QI value in subsequent NAS signalling procedures.

When the parameter identifier indicates "GFBR uplink", the parameter contents field contains one octet indicating the unit of the guaranteed flow bit rate for uplink followed by two octets containing the value of the guaranteed flow bit rate for uplink.
Unit of the guaranteed flow bit rate for uplink (octet 1)
Bits
8 7 6 5 4 3 2 1
0 0 0 0 0 0 0 0	value is not used
0 0 0 0 0 0 0 1	value is incremented in multiples of 1 Kbps
0 0 0 0 0 0 1 0	value is incremented in multiples of 4 Kbps
0 0 0 0 0 0 1 1	value is incremented in multiples of 16 Kbps
0 0 0 0 0 1 0 0	value is incremented in multiples of 64 Kbps
0 0 0 0 0 1 0 1	value is incremented in multiples of 256 Kbps
0 0 0 0 0 1 1 0	value is incremented in multiples of 1 Mbps
0 0 0 0 0 1 1 1	value is incremented in multiples of 4 Mbps
0 0 0 0 1 0 0 0	value is incremented in multiples of 16 Mbps
0 0 0 0 1 0 0 1	value is incremented in multiples of 64 Mbps
0 0 0 0 1 0 1 0	value is incremented in multiples of 256 Mbps
0 0 0 0 1 0 1 1	value is incremented in multiples of 1 Gbps
0 0 0 0 1 1 0 0	value is incremented in multiples of 4 Gbps
0 0 0 0 1 1 0 1	value is incremented in multiples of 16 Gbps
0 0 0 0 1 1 1 0	value is incremented in multiples of 64 Gbps
0 0 0 0 1 1 1 1	value is incremented in multiples of 256 Gbps
0 0 0 1 0 0 0 0	value is incremented in multiples of 1 Tbps
0 0 0 1 0 0 0 1	value is incremented in multiples of 4 Tbps
0 0 0 1 0 0 1 0	value is incremented in multiples of 16 Tbps
0 0 0 1 0 0 1 1	value is incremented in multiples of 64 Tbps
0 0 0 1 0 1 0 0	value is incremented in multiples of 256 Tbps
0 0 0 1 0 1 0 1	value is incremented in multiples of 1 Pbps
0 0 0 1 0 1 1 0	value is incremented in multiples of 4 Pbps
0 0 0 1 0 1 1 1	value is incremented in multiples of 16 Pbps
0 0 0 1 1 0 0 0	value is incremented in multiples of 64 Pbps
0 0 0 1 1 0 0 1	value is incremented in multiples of 256 Pbps
Other values shall be interpreted as multiples of 256 Pbps in this version of the protocol.

Value of the guaranteed flow bit rate for uplink (octets 2 and 3)
Octets 2 and 3 represent the binary coded value of the guaranteed flow bit rate for uplink in units defined by the unit of the guaranteed flow bit rate for uplink.

When the parameter identifier indicates "GFBR downlink", the parameter contents field contains one octet indicating the unit of the guaranteed flow bit rate for downlink followed by two octets containing the value of the guaranteed flow bit rate for downlink.

Unit of the guaranteed flow bit rate for downlink (octet 1)
The coding is identical to that of the unit of the guaranteed flow bit rate for uplink.

Value of the guaranteed flow bit rate for downlink (octets 2 and 3)
Octets 2 and 3 represent the binary coded value of the guaranteed flow bit rate for downlink in units defined by the unit of the guaranteed flow bit rate for downlink.

When the parameter identifier indicates "MFBR uplink", the parameter contents field contains the one octet indicating the unit of the maximum flow bit rate for uplink followed by two octets containing the value of maximum flow bit rate for uplink.

Unit of the maximum flow bit rate for uplink (octet 1)
The coding is identical to that of the unit of the guaranteed flow bit rate for uplink.

Value of the maximum flow bit rate for uplink (octets 2 and 3)
Octets 2 and 3 represent the binary coded value of the maximum flow bit rate for uplink in units defined by the unit of the maximum flow bit rate for uplink.

When the parameter identifier indicates "MFBR downlink", the parameter contents field contains one octet indicating the unit of the maximum flow bit rate for downlink followed by two octets containing the value of the maximum flow bit rate for downlink.

Unit of the maximum flow bit rate for downlink (octet 1)
The coding is identical to that of the unit of the guaranteed flow bit rate for uplink.

Value of the maximum flow bit rate for downlink (octets 2 and 3)
Octets 2 and 3 represent the binary coded value of the maximum flow bit rate for downlink in units defined by the unit of the maximum flow bit rate for downlink.

When the parameter identifier indicates "averaging window", the parameter contents field contains the binary representation of the averaging window for both uplink and downlink in milliseconds and the parameter contents field is two octets in length.

When the parameter identifier indicates EPS bearer identity, the length of EPS bearer identity is one octet and parameter contents field is coded as specified in subclause 9.3.2 of 3GPP TS 24.301 [15] (see NOTE). The UE shall not include the EPS bearer identity parameter in any mobile originated 5GSM messages.


	

	NOTE:	The total number of EPS bearer identities included in all QoS flow descriptions of a UE cannot exceed fifteen.



*** Next change ***
D.5.4.1	Message definition
The UE STATE INDICATION message is sent by the UE to the PCF to deliver the UPSI(s) of the UE policy section(s) stored in the UE and to indicate whether UE supports ANDSP. See table D.5.4.1.1
Message type:	UE STATE INDICATION
Significance:	dual
Direction:		UE to network
Table D.5.4.1.1: UE STATE INDICATION message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PTI
	Procedure transaction identity
9.6
	M
	V
	1

	
	UE STATE INDICATION message identity
	UE policy delivery message type
D.6.1
	M
	V
	1

	
	UPSI list
	UPSI list
D.6.4
	M
	LV-E
	8-65537

	
	UE policy classmark
	UE policy classmark
D.6.5
	M
	LV
	2-4



