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	Reason for change:
	SA2 has clarified the case how packets are matched when there are multiple different attributes present in a PFD as specified in subclause 6.2.2.2 of TS 23.203:
" When multiple PFDs are associated with application identifier, the application is detected when any of the PFDs associated with the application identifier is matched. In addition, if a PFD contains multiple attributes, the PFD is only matched when every attribute contained in the PFD has a matching value."
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[bookmark: _Toc533190519]* * * First Change * * * *
[bookmark: _Toc2686007][bookmark: _Hlk2247362]5.2.1A.3	Application detection with PFD
The detection information for a given application may be provisioned by the CP function to the UP function via PFD management procedure. See subclause 6.2.5. 
The PFDE (PFD Enhancement) feature may be optionally supported by the CP function and UP function. When the feature is supported in both the CP function and UP function, the CP function may provision a PFD Contents IE including a property (i.e. either flow description, or URL or Domain Name/Domain Name Protocol) with multiple values.
NOTE 1:	It is assumed, when the PFDE feature is not supported, a PFD Contents can only include a property with one value.
[bookmark: OLE_LINK7]When the UP function attempts to detect the traffic pertaining to an application by using the application's PFDs (see subclause 7.4.3.1 and 8.2.39), the UP function shall consider:
-	the application is detected if the incoming traffic matches at least one of PFD Contents; 
-	one the PFD Contents is matched if the incoming traffic matches at least one value every of a property contained in the corresponding PFD Contents IE; the incoming traffic matches one property (i.e. flow description, URL and Domain Name/Domain Name Protocol) if it matches at least one value of the property.in the same PFD Contents IE.
NOTE 2:	Interpretation of the Custom PFD Content is implementation specific.
* * * End of Changes * * * *

