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* * * First Change * * * *
[bookmark: _Toc3976175][bookmark: _Toc3976116]6.1.6.4.4	n1SmInfoFromUe, n1SmInfoToUe, unknownN1SmInfo
n1SmInfoFromUe, n1SmInfoToUe and unknownN1SmInfo shall encode one or more NAS SM IEs, including the Type and Length fields, as specified in 3GPP TS 24.501 [7], using the vnd.3gpp.5gnas content-type. 
Subclause 5.2.3.1 specifies the information that shall be included in these payloads.  
n1SmInfoFromUe and n1SmInfoToUe may encode the 5GS NAS IEs listed in tables 6.1.6.4.4-1 and 6.1.6.4.4-2.
Table 6.1.6.4.4-1: n1SmInfoFromUE content
	5GS NAS IE
	Reference
(3GPP TS 24.501 [7])
	Related NAS SM message

	Message type
	9.7
	All NAS SM messages

	PDU session type
	9.11.4.11
	PDU Session Establishment Request

	SSC mode
	9.11.4.16
	PDU Session Establishment Request

	Maximum number of supported packet filters
	9.11.4.9
	PDU Session Establishment Request
PDU Session Modification Request

	Integrity protection maximum data rate
	9.11.4.7
	PDU Session Establishment Request
PDU Session Modification Request

	SM PDU DN request container
	9.11.4.15
	PDU Session Establishment Request

	Extended protocol configuration options
	9.11.4.6
	PDU Session Establishment Request
PDU Session Authentication Complete
PDU Session Modification Request
PDU Session Modification Complete
PDU Session Modification Command Reject
PDU Session Release Request
PDU Session Release Complete

	EAP message
	9.11.2.2
	PDU Session Authentication Complete

	Requested QoS rules
	9.11.4.13
	PDU Session Modification Request


	Requested QoS flow descriptions
	9.11.4.12
	PDU Session Modification Request


	5GSM cause
	9.11.4.2
	PDU Session Modification Request
PDU Session Release Request
PDU Session Release Complete
(NOTE 2)

	5GSM capability
	9.11.4.1
	PDU Session Establishment Request
PDU Session Modification Request
(NOTE 1)

	Mapped EPS bearer contexts
	9.11.4.8
	PDU Session Modification Request

	NOTE 1:	The 5GSM capability IE shall be encoded as received from the UE. It may contain UE capabilities that the V-SMF only needs to transfer to the H-SMF, e.g. support of reflective QoS, or support of multi-homed IPv6 PDU session, and/or capabilities to be interpreted and used by the V-SMF. 
NOTE 2:	The 5GSM cause IE shall be encoded as received from the UE. 
This information is defined as a "V" IE (i.e. without a Type field) in other NAS messages, e.g. PDU Session Modification Command Reject message, in which case it shall be sent as a separate n1SmCause IE over N16 and not within the n1SmInfoToUE binary data.



Table 6.1.6.4.4-2: n1SmInfoToUE parameters
	5GS NAS IE
	Reference
(3GPP TS 24.501 [7])
	Related NAS SM message

	Message type
	9.7
	All NAS SM messages

	RQ timer value
	9.11.2.3
	PDU Session Establishment Accept
PDU Session Modification Command

	EAP message
	9.11.2.2
	PDU Session Establishment Accept
PDU Session Establishment Reject
PDU Session Authentication Command
PDU Session Authentication Result
PDU Session Release Command

	Allowed SSC mode
	9.11.4.5
	PDU Session Establishment Reject

	Extended protocol configuration options
	9.11.4.6
	PDU Session Establishment Accept
PDU Session Establishment Reject
PDU Session Authentication Command
PDU Session Authentication Result
PDU Session Modification Reject
PDU Session Modification Command
PDU Session Release Reject
PDU Session Release Command

	5GSM cause
	9.11.4.2
	PDU Session Establishment Accept
PDU Session Modification Command
See NOTE.

	Mapped EPS bearer contexts
	9.11.4.8
	PDU Session Establishment Accept
PDU Session Modification Command

	NOTE:	This IE indicates the 5GSM cause the H-SMF requires the V-SMF to send to the UE. The V-SMF shall transfer the received value to the UE without interpretation. 
This information is defined as a "V" IE (i.e. without a Type field) in other NAS messages, e.g. PDU Session Establishment Reject message, in which case it shall be sent as a separate n1SmCause IE over N16 and not within the n1SmInfoToUE binary data.



The Message Type shall be present and encoded as the first 5GS NAS IE in any n1SmInfoFromUe, n1SmInfoToUe and unknownN1SmInfo binary data, to enable the receiver to decode the 5GS NAS IEs.
NOTE:	The Information Element Identifier (see subclause 11.2.1.1.3 of 3GPP TS 24.007 [8]) of a 5GS NAS IE uniquely identifies an IE in a given message.

* * * End of Changes * * * *

