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	This CR's revision history:
	C3-191351 agreed in CT3#102 meeting is revised to:

1) Subscribed EPS QoS is changed Subscribed EPS bearer QoS

2) The PDU connection modification is not only triggered by the UE. Make the condition more general to cover all the cases.


Additional discussion(if needed):
…
Proposed changes:

*** 1st Change ***

B.3.2
Npcf_SMPolicyControl_Create Service Operation
B.3.2.0
General

When the UE establishes the PDN connection through the EPC/E-UTRAN network and the SMF+PGW-C receives the Create Session Request message as defined in 3GPP TS 29.274 [37], the SMF+PGW-C shall behave as defined in subclause 4.2.2.2 with the differences that the SMF+PGW-C shall include (if available) in SmPolicyContextData data structure:
-
the IMSI of the user within the "supi" attribute;
-
the MSISDN of the user within the "gpsi" attribute;
-
APN within the "dnn" attribute;
-
PDN Type within the "pduSessionType" attribute;

-
IMEI-SV within the "pei" attribute;
-
IP-CAN type within the "accessType" attribute;
-
RAT type within the "ratType" attribute;
NOTE a:
See Annex B.3.2.2 for further information.
-
subscribed APN-AMBR within "subsSessAmbr" attribute;
-
subscribed Default EPS bearer QoS within "subsDefQos" attribute;
NOTE b:
subscribed APN-AMBR and the QCI within the subscribed default EPS bearer QoS are mapped to subscribed Session-AMBR and 5QI as defined in Annex B.3.6.1 respectively.
-
user location information within the "userLocationInfo" attribute; 
NOTE c:
See Annex B.3.2.1 for further information.
-
the S-NSSAI determined by the SMF+PGW-C within the "sliceInfo" attribute; and
-
the bearer usage required of the default bearer within the "qosFlowUsage" attribute.
*** Next Change ***

B.3.3
Npcf_SMPolicyControl_UpdateNotify Service Operation
B.3.3.0
General
When the UE has a established PDN connection through the EPC/E-UTRAN network and the PCF provisions the policy to the SMF+PGW-C as defined in subclause 4.2.3. The SMF+ PGW-C shall behave as defined in subclause 4.2.3 with the differences that the SMF+PGW-C shall map the QoS information within the PCC rule and/or session rule into EPS QoS information as defined in Annex B.3.6.1.
*** Next Change ***

B.3.4
Npcf_SMPolicyControl_Update Service Operation
B.3.4.0
General
When the established PDN connection through the EPC/E-UTRAN network is modified and SMF+PGW-C receives Modify Bearer Request, Modify Bearer or Delete Bearer Command message and if the SMF detects the policy control request trigger(s) is met or the error(s) needs to be reported, the SMF+PGW-C shall behave as defined in subclause 4.2.4.2 with the differences that the SMF+PGW-C shall include (if available) in the SmPolicyUpdateContextData data structure:
-
IP-CAN type within the "accessType" attribute;
-
RAT type within the "ratType" attribute;
NOTE a:
See Annex B.3.4.5 for further information.
-
subscribed APN-AMBR within the "subsSessAmbr" attribute;
-
subscribed Default EPS bearer QoS Information within the "subsDefQos" attribute;
NOTE b:
subscribed APN-AMBR and the QCI within the subscribed default EPS bearer QoS are mapped to subscribed Session-AMBR and 5QI as defined in Annex B.3.6.1 respectively.
-
the bearer usage required of the default bearer within the "qosFlowUsage" attribute; and
-
user location information of EPC within the "userLocationInfo" attribute.
NOTE c:
See Annex B.3.4.3 for further information.
*** Next Change ***

B.3.5
Npcf_SMPolicyControl_Delete Service Operation

B.3.5.1
General
When the UE deletes the PDN connection through the EPC/E-UTRAN network and the SMF+PGW-C shall behave as defined in subclause 4.2.5.2 with the difference that the SMF+PGW-C shall include the information elements contained in the Delete Session Request message within the SmPolicyDeleteData data structure.
NOTE a:
See Annex B.3.2.1 for location information.
*** End of Changes ***

