

	
3GPP TSG CT WG1 Meeting #116	C1-192703
Xi'an, P.R. of China, 8-12 April 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	24.501
	CR
	0980
	rev
	1
	Current version:
	16.0.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	General Description for Restriction on use of enhanced coverage

	
	

	Source to WG:
	[bookmark: _GoBack]Intel, Nokia, Nokia Shanghai Bell

	Source to TSG:
	C1

	
	

	Work item code:
	5G_CIoT
	
	Date:
	2019-03-27

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	S2-1902420 specifies support for Restriction on use of enhanced coverage. This contribution provides corresponding stage-3 part.


	
	

	Summary of change:
	Specify new sub-clause for Restriction on use of enhanced coverage

	
	

	Consequences if not approved:
	Missing stage-3 support for use of Restriction on use of enhanced coverage feature.

	
	

	Clauses affected:
	5.3.ab (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	




Page 1






*** First change ***

[bookmark: _Toc4590804][bookmark: _Toc533165189]5.3.ab	Restriction on use of enhanced coverage
In order to deal with use of extensive resources from the network, the operator may prevent specific subscribers from using enhanced coverage (see 3GPP TS 23.501 [8]). When in NB-N1 mode, the UE shall indicate support for restriction on use of enhanced coverage. When in WB-N1 mode, the UE supporting either CE mode A or CE mode B shall indicate support for restriction on use of enhanced coverage. The UE supporting restriction on use of enhanced coverage indicates its support for restriction on use of enhanced coverage in the REGISTRATION REQUEST message. If the UE supports restriction on use of enhanced coverage, the AMF indicates whether the use of enhanced coverage is restricted or not in the REGISTRATION ACCEPT message (see subclause 5.5.1.2 and subclause 5.5.1.3). If the use of enhanced coverage is restricted, the UE shall not use enhanced coverage in the registered PLMN and in any PLMN which is in the list of equivalent PLMNs.
If the UE supports CE mode B and the network determines that
-	the use of enhanced coverage is not restricted for the UE; or
-	CE mode B is not restricted for the UE;
the applicable NAS timer values shall be calculated by the network.
Editor’s Note: How the NAS timer values will be calculated by the network is FFS.


*** Next change ***
