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*** Next change ***
4.7.3
5GS session management aspects

The session management procedures defined over 3GPP access are re-used over non-3GPP access with the following exceptions:
-
Small data rate control does not apply for non-3GPP access.

*** Next change ***
6.2.y
Handling of Small data rate control

Small data rate control is applicable only to NB-N1 mode and WB-N1 mode.
Small data rate control controls the maximum number of uplink user data messages including uplink exception data reporting sent by the UE in a time interval for the PDU session in accordance with 3GPP TS 23.501 [8]. The UE shall limit the rate at which it generates uplink user data messages to comply with the small data rate control policy. The NAS shall provide the indicated rates to upper layers for enforcement. The indicated rates in a NAS procedure applies to the PDU session the NAS procedure corresponds to, and the indicated rates are valid until a new value is indicated or the PDU session is released.

If the UE indicates support for CIoT 5GS optimizations, the network may provide the small data rate control parameters to the UE and may provide the small data rate control parameters for exception data to the UE if and only if the small data rate control parameters is provided to the UE.
If an allowed indication of additional exception reports is provided with the small data rate control parameters and:

-
the additional small data rate control parameters for exception data is provided and the limit for additional rate for exception data reporting is not reached; or

-
the additional small data rate control parameters for exception data is not provided,
the UE is allowed to send uplink exception reports even if the limit for the small data rate control has been reached.

NOTE:
The HPLMN can discard or delay user data that exceeds the limit provided for small data rate control.

Editor’s Note:
How Small Data Rate Control applies at IWK with EPS is FFS.
Editor’s Note:
If small data rate control indicators are needed is FFS.
