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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.122
	418
	1
	Rel-16
	Add MICO requirements to the clause on "No suitable cell"
	F
	16.1.0
	C1-192731
	Samsung R&D Institute UK
	5GProtoc16 
	3.5
	 

	23.122
	420
	1
	Rel-16
	E-UTRA access in N1 mode
	F
	16.1.0
	C1-192657
	Vodafone, Blackberry UK Ltd
	5GProtoc16 
	1, 1.2
	 

	23.122
	427
	4
	Rel-16
	Managing OPLMN list
	F
	16.1.0
	C1-193913
	Samsung, BlackBerry UK ltd
	5GProtoc16
	4.4.3.1.1, 4.4.3.1.2, C.1
	 

	23.122
	431
	1
	Rel-16
	Dynamic generation of SOR Information
	F
	16.1.0
	C1-193523
	NTT DOCOMO, Orange, T-Mobile, Gemalto, Ericsson
	5Gprotoc16
	C.1
	 

	23.122
	432
	1
	Rel-16
	Emergency service handling for SOR
	F
	16.1.0
	C1-193734
	Huawei, HiSilicon
	5GProtoc16
	1.2, C.2, C.3
	 

	23.122
	433
	-
	Rel-16
	Scope update for RRC inactive
	F
	16.1.0
	C1-193299
	Huawei, HiSilicon
	5GProtoc16
	1
	 

	24.008
	3180
	1
	Rel-16
	Coordination between GMM and 5GMM
	F
	16.0.0
	C1-192621
	Intel
	5GProtoc16
	4.1.1.2B (new), 4.7.3
	 

	24.008
	3184
	-
	Rel-16
	T3247 update
	B
	16.0.0
	C1-192382
	Vodafone
	5GProtoc16 
	11.2
	TS24.501 CR0998

	24.008
	3189
	1
	Rel-16
	Indication of support for P-CSCF re-selection from UE to SMF
	F
	16.0.0
	C1-193783
	Nokia, Nokia Shanghai Bell
	5GProtoc16
	10.5.6.3.1
	 

	24.301
	3197
	-
	Rel-16
	EPS security context and EPS NAS security context
	F
	16.0.0
	C1-192337
	Nokia, Nokia Shanghai Bell
	5GProtoc16 
	4.4.2.3
	 

	24.301
	3198
	1
	Rel-16
	Clarification related to dual registration mode
	F
	16.0.0
	C1-192735
	Samsung, Nokia, Nokia Shanghai Bell
	5GProtoc16 
	5.5.1.2.5, 5.5.1.3.5, 5.5.3.2.5, 5.5.3.3.5
	 

	24.301
	3202
	1
	Rel-16
	TAU REQUEST message security handling during mobility S1 to N1
	F
	16.0.0
	C1-193567
	Intel
	5GProtoc16
	5.5.5
	 

	24.301
	3214
	1
	Rel-16
	Definitions of 5GMM-IDLE mode and 5GMM-mode in TS 24.301
	F
	16.0.0
	C1-193570
	SHARP
	5GProtoc16
	3.1
	 

	24.301
	3216
	1
	Rel-16
	Correction on UE handling for EMM cause #8 and #10
	F
	16.0.0
	C1-193715
	Huawei, HiSilicon, Ericsson
	5GProtoc16
	5.5.1.2.5, 5.5.1.3.5, 5.5.2.3.2, 5.5.3.2.5, 5.5.3.3.5, 5.6.1.5
	 

	24.526
	31
	-
	Rel-16
	Handling of unsupported PDU session type in route selection descriptor
	F
	15.2.0
	C1-192098
	Qualcomm Incorporated
	5GProtoc16 
	4.2.2
	 

	24.526
	32
	1
	Rel-16
	Changing "user preferences" to "UE local configuration"
	F
	15.2.0
	C1-192498
	Qualcomm Incorporated, Nokia, Nokia Shanghai Bell
	5GProtoc16 
	3.1, 4.4
	 

	24.526
	33
	1
	Rel-16
	Handling of PDU session type
	F
	15.2.0
	C1-192613
	Qualcomm Incorporated
	5GProtoc16
	4.2.1, 4.2.2
	TS 24.501 CR 0946

	24.526
	36
	2
	Rel-16
	Correction on coding of "all other values are spare"
	F
	15.2.0
	C1-192811
	Huawei, HiSilicon, Ericsson
	5GProtoc16 
	5.2
	 

	24.526
	41
	1
	Rel-16
	Correction on the route selection descriptor component type identifier of URSP
	D
	15.2.0
	C1-193748
	Nokia, Nokia Shanghai Bell
	5GProtoc16
	5.2
	 



