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[bookmark: _Toc533163930]*** Next change ***
5.3.2.1	General
The purpose of the WLAN selection procedure is to create a prioritized list of selected WLAN(s).
The UE shall perform WLAN selection based on the user preferences and WLANSP rules. The UE may be provisioned with WLANSP rules from multiple PLMNs. User preferences take precedence over the WLANSP rules.
The user preferences are used to select between the automatic WLAN selection procedure or the manual WLAN selection procedure:
a)-	if user preferences are present, the UE shall determine the prioritized list of selected WLAN(s) using the manual mode WLAN selection procedure (see subclause 5.3.2.2); andor
b)-	if user preferences are not present or if there is no user-preferred WLAN access network available, the UE shall determine the prioritized list of selected WLAN(s) using the automatic mode WLAN selection procedure (see subclause 5.3.2.3).

*** Next change ***
5.3.2.3	Automatic mode WLAN selection
The UE shall first determine valid WLANSP rules for WLAN selection:
a)	if the UE is not roaming over 3GPP access, the UE shall use the valid WLANSP rules from the HPLMN; or
b)	if the UE is roaming over 3GPP access, the UE may have valid WLANSP rules from both the VPLMN and the HPLMN. WLANSP rules from the HPLMN will have lower priority from the WLANSP rules from the VPLMN.
The UE shall then determine the selected WLAN(s) according to the following steps:
[bookmark: _Hlk2256485][bookmark: _Hlk2135310]a)	use the procedures specified in the IEEE 802.11-2012 [19] to discover the available WLANs. The UE may perform ANQP procedures as specified in the IEEE 802.11-2012 [19] or the Hotspot 2.0 [20] to discover the attributes and capabilities of available WLANs. If the UE supports ANQP procedures, the UE may send an ANQP request for lists of service providers (i.e. ANQP-elements "Domain Name", see IEEE 802.11-2012 [19]) and PLMN identities (i.e. ANQP-element "3GPP Cellular Network", see 3GPP TS 24.302 [7]); and 
b)	if the UE has performed ANQP procedures to discover the attributes and capabilities of available WLANs, compare the attributes and capabilities of the available WLANs with the group of selection criteria of the valid WLANSP rules and construct a prioritized list of available WLANs that fulfill the selection criteria. 
1)	when there are multiple valid WLANSP rules the UE evaluates the valid WLANSP rules in priority order. The UE evaluates first if an available WLAN access meets the selection criteria of the highest priority valid WLANSP rule. The UE then evaluates if an available WLAN access meets the selection criteria of the next priority valid WLANSP rule;
NOTE 1:	Each WLANSP rule can include one or more groups of selection criteria in priority order. If there are multiple highest priority groups of selection criteria in the valid WLANSP rule, it is up to the UE implementation which one to use.
2)	if the Home network ind bit is not set to "1" in the group of selection criteria (see 3GPP TS 24.526 [17]), the WLAN(s) that match the group of selection criteria with the highest priority are considered as the most preferred WLANs, the WLAN(s) that match the group of selection criteria with the second highest priority are considered as the second most preferred WLANs; and
3)	if the Home network ind bit is set to "1" in the group of selection criteria (see 3GPP TS 24.526 [17]), then the UE shall create a list of available WLANs and shall apply the group of selection criteria to all the WLANs in this list. A WLAN is included in this list, if
i)	the other selection criteria in the active WLANSP rule are met; and
[bookmark: _Hlk2134616]ii)	the UE received a lists of service providers (i.e. ANQP-elements "Domain Name") and PLMN identities (i.e. ANQP-element "3GPP Cellular Network"), and:
I)	if the list with PLMNs that can be selected form the WLAN (see 3GPP TS 24.302 [7]) includes:
A)	the HPLMN derived from its IMSI; or
B)	a PLMN matching an entry in the UE's list of equivalent PLMNs; or
II)	if the domain name list (see IEEE 802.11-2012 [19]) includes:
A)	the home domain name derived from its IMSI; or
B)	the domain name derived from its list of equivalent PLMNs; and
NOTE 2:	If the Home network ind bit is set to "1" in a group of selection criteria then this group of selection criteria is not expected to include the preferred roaming partner list and the preferred SSID list.
NOTE 3:	In this release of the specification, the ANQP-element "3GPP Cellular Network" with the PLMN List with S2a Connectivity IE is not considered by the UE.
4)	The priority of a WLAN in the available WLANs list is set to the WLAN priority defined in the preferredSSIDlist of the matching group of selection criteria. There may be one or more selected WLANs in the list. 
*** Next change ***

