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1. Overall Description:

SA WG3-LI would like to thank RAN WG3 for the reply LS on Reporting All Cell Ids in 5G in Tdoc R3-191111. 

SA WG3-LI understanding is that every change in the primary cell of secondary group will be reported by RAN to the CN. However, it was unclear to SA WG3-LI whether the primary cell of secondary group will be included as additional location information available when the Mobility Management events are handled by the MME/AMF and that changes of the primary cell of secondary group will be handled in the MME as location update and in the AMF as mobility registration update.
SA3-LI requires that for every UE;

· Whenever the primary cell of the primary group changes (including initial attach / registration), both the primary cell of the primary group and the primary cell of the secondary group (if assigned) needs to be reported to the MME/AMF.

· Whenever the primary cell of the secondary group changes (including initial attach to secondary group), both the primary cell of the primary group and the primary cell of the secondary group needs to be reported to the MME/AMF.

In the LS, RAN WG3 mentions that “There were doubts whether this solution causes excessive signalling in the RAN. A possible mitigation to this drawback is to add a flag from the Core Network to indicate whether PSCell shall be reported. This can be added as an enhancement to the current solution.”

SA WG3-LI discussed this aspect and would like to highlight that, in order to preserve the non-detectability of LI, any signaling over non-LI specific interfaces shall be the same regardless of whether or not the subscriber is an LI target. Any different approach would not fulfill LI security and confidentiality requirements. 

While SA3-LI is working on draft CRs to TSs 33.107, 33.108, 33.127 and 33.128, aiming to submit them for approval to TSG SA#84, SA WG3-LI would ask RAN WG3 and SA WG2 to assess any possible implication in terms of signaling due to the above considerations. 
In its work, SA WG3-LI has assumed that, at least for rel-15, the new capabilities in the CN will be kept limited to the MME/AMF without additional impacts on other CN nodes/NFs and related interfaces.

2. Actions:

To RAN WG3, SA WG2, TSG SA, TSG RAN groups:
ACTION:    SA WG3-LI asks RAN WG3 to confirm that every change in the primary cell of secondary group will be reported by RAN to the CN.
ACTION:   SA WG3-LI asks RAN WG3 to note that in order to preserve the non-detectability of LI, any signaling over non-LI specific interfaces shall be the same regardless of whether or not the subscriber is an LI target, and to take any action seen needed from signaling load perspective.

ACTION:   SA WG3-LI asks SA WG2 to specify the capability in such as way that any signaling over non-LI specific interfaces shall be the same regardless of whether or not the subscriber is an LI target.
ACTION: 
SA WG3-LI asks SA WG2 to confirm that the primary cell of secondary group will be included as additional location information available when the Mobility Management events are handled by the MME/AMF and that changes of the primary cell of secondary group will be handled in the MME as location update and in the AMF as mobility registration update.
3. Date of TSG SA WG3-LI meetings:

TSG SA WG3-LI Meeting #73bis 
13th – 15th May 2019
Sophia Antipolis, France.

TSG SA WG3-LI Meeting #74
16th – 19th July 2019
Wroclaw, Poland.

