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[bookmark: _Toc11052261]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
· For a specific reference, subsequent revisions do not apply.
· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 21.111: "USIM and IC Card Requirements".
[…]	
[106]	3GPP TS 22.261: "Service requirements for the 5G system; Stage 1".


***** Next change *****
[bookmark: _Toc11052383]4.3	DFs at the USIM ADF (Application DF) Level
DFs may be present as child directories of USIM ADF. The following DFs are defined:
DFPHONEBOOK	'5F3A' (see Note 2).
DFGSM-ACCESS	'5F3B'.
DFMexE	'5F3C'.
DFWLAN	'5F40'.
DFHNB	'5F50'.
DFSoLSA	'5F70'.
DFBCAST	'5F80' (see Note 1). 
DFProSe	'5F90'. 
DFACDC	'5FA0'
DFTV	'5FB0'
DF5GS	'5FC0'
DFSAIP	'5FD0' (see Note 3)
Note 1: The DF identifier '5F80' is reserved for OMA BCAST Smart Card Profile [49]
Note 2: DF for application specific phonebook. This DF has the same structure as the DFPHONEBOOK under DFTELECOM.
Note 3: The DF identifier '5FD0' is reserved for SIMalliance.
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