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	Reason for change:
	One normal stop condition for T3580 is missing in Table 10.3.1.
Based on Clause 6.4.1.4.3 in TS 24.501, there is the following desciption for stopping T3580:
Upon receiving an indication that the 5GSM message was not forwarded due to the DNN is not supported in a slice along with a PDU SESSION ESTABLISHMENT REQUEST message with the PDU session ID IE set to the PDU session ID of the PDU session, the UE:

a)
shall stop timer T3580;

and also in Clause 6.4.1.6:

b)
Upon receiving an indication that the 5GSM message was not forwarded due to routing failure along with a PDU SESSION ESTABLISHMENT REQUEST message with the PDU session ID IE set to the same value as the PDU session ID that was sent by the UE, the UE shall stop timer T3580 and shall abort the procedure. If the UE sent the PDU SESSION ESTABLISHMENT REQUEST message in order for the handover of an existing non-emergency PDU session between 3GPP access and non-3GPP access, the UE shall consider that the PDU session is associated with the source access type.
The associated 5GMM cause value can be found in Clause 5.4.5.3.2:

In case e) in subclause 5.4.5.3.1, i.e. upon sending a single uplink 5GSM message which was not forwarded due to routing failure, the AMF shall:

a)
include the PDU session ID in the PDU session ID IE;

b)
set the Payload container type IE to "N1 SM information";

c)
set the Payload container IE to the 5GSM message which was not forwarded; and

d)
set the 5GMM cause IE to the 5GMM cause #90 "payload was not forwarded" or 5GMM cause #91 "DNN not supported or not subscribed in the slice". The AMF sets the 5GMM cause IE to the 5GMM cause #91 "DNN not supported or not subscribed in the slice", if the 5GSM message could not be forwarded since SMF selection fails due to:

1)
the DNN is not supported in the slice identified by the S-NSSAI used by the AMF; or

2)
neither the DNN provided by the UE nor the wildcard DNN are in the subscribed DNN list of the UE for the S-NSSAI used by the AMF.

Otherwise, the AMF sets the 5GMM cause IE to the 5GMM cause #90 "payload was not forwarded".

	
	

	Summary of change:
	Add the missing normal stop for T3580 in Table 10.3.1

	
	

	Consequences if not approved:
	Some nornal stop for T3580 in Table 10.3.1 is missing.
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	Other comments:
	


***** 1st change *****
10.3
Timers of 5GS session management
Timers of 5GS session management are shown in table 10.3.1 and table 10.3.2.
NOTE:
Timer T3396 is defined in 3GPP TS 24.008 [12].
Table 10.3.1: Timers of 5GS session management – UE side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON 
THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3580
	16s
	 PDU SESSION ACTIVE PENDING
	Transmission of PDU SESSION ESTABLISHMENT REQUEST message
	PDU SESSION ESTABLISHMENT ACCEPT message received or

PDU SESSION ESTABLISHMENT REJECT message received or
PDU SESSION ESTABLISHMENT REQUEST received in a DL NAS TRANSPORT message with 5GMM cause #90 or #91
	Retransmission of PDU SESSION ESTABLISHMENT REQUEST message

	T3581
	16s
	 PDU SESSION MODIFICATION PENDING
	Transmission of PDU SESSION MODIFICATION REQUEST message
	PDU SESSION MODIFICATION COMMAND message with the same PTI is received or PDU SESSION MODIFICATION REJECT message received
	Retransmission of PDU SESSION MODIFICATION REQUEST message

	T3582
	16s
	 PDU SESSION INACTIVE PENDING
	Transmission of PDU SESSION RELEASE REQUEST message
	PDU SESSION RELEASE COMMAND message with the same PTI is received or PDU SESSION RELEASE REJECT message received
	Retransmission of PDU SESSION RELEASE REQUEST message

	T3583
	Default 1 min.

NOTE 2
	PDU SESSION ACTIVE
	UE creates or updates a derived QoS rule
	UE deletes the derived QoS rule (see subclause 6.2.5.1.4.5)
	On 1st expiry: Deletion of the derived QoS rule

	T3584
	NOTE 3
	 PDU SESSION ACTIVE PENDING 

PDU SESSION MODIFICATION PENDING

 PDU SESSION ACTIVE or PDU SESSION INACTIVE PENDING
	PDU SESSION ESTABLISHMENT REJECT, PDU SESSION MODIFICATION REJECT, or PDU SESSION RELEASE COMMAND received with 5GSM cause #67 and with a timer value for T3584

PDU SESSION ESTABLISHMENT REQUEST, or PDU SESSION MODIFICATION REQUEST received in a DL NAS TRANSPORT message with 5GMM cause #67 and with a timer value for T3584 (see subclause 5.4.5.3.3)
	PDU SESSION RELEASE COMMAND or PDU SESSION MODIFICATION COMMAND or DEREGISTRATION REQUEST with the re-registration type "re-registration required"
	None

	T3585
	NOTE 3
	 PDU SESSION ACTIVE PENDING 

PDU SESSION MODIFICATION PENDING

 PDU SESSION ACTIVE or PDU SESSION INACTIVE PENDING
	PDU SESSION ESTABLISHMENT REJECT, PDU SESSION MODIFICATION REJECT, or PDU SESSION RELEASE COMMAND received with 5GSM cause #69 and with a timer value for T3585

PDU SESSION ESTABLISHMENT REQUEST, or PDU SESSION MODIFICATION REQUEST received in a DL NAS TRANSPORT message with 5GMM cause #69 and with a timer value for T3585(see subclause 5.4.5.3.3)
	PDU SESSION RELEASE COMMAND or PDU SESSION MODIFICATION COMMAND or DEREGISTRATION REQUEST with the re-registration type "re-registration required"
	None

	Back-off timer
	
	
	defined in 3GPP TS 24.008 [12]
	
	

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description. 

NOTE 2:
The network may provide the value of this timer applicable to the derived QoS rules of a specific PDU session as RQ timer value in the PDU SESSION ESTABLISHMENT ACCEPT message and PDU SESSION MODIFICATION COMMAND message. The maximum value of the timer is 30 min. If the network indicates a value greater than the maximum value, then the UE shall use the maximum value.
NOTE 3:
The value of this timer is provided by the network.


***** End of changes *****
