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	The approved version of TS 23.316 provides the policy control requirements for wireline 5G access networks, quote:

If the PCF provides the URSP policy to the 5G-RG, the PCF should neither include NSWO indication nor any ANDSP policies. The 5G-RG shall ignore any NSWO indication or any ANDSP policies if received from the 5GC.
[..]
If the PCF provides the URSP policy to the FN-RG, the PCF should neither include NSWO indication nor any ANDSP policies. The FN-RG shall ignore any NSWO indication or any ANDSP policies if received from the 5GC. 
The above requirement needs to be captured in TS 24.526.
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[bookmark: _Toc11416353]***** Next change *****
[bookmark: _Toc11403713][bookmark: _Toc11403715]4.1	Overview
The UE policies for 5GS include:
-	UE route selection policy(URSP)(see subclause 4.2); and
-	Access network discovery and selection policy(ANDSP)(see subclause 4.3).
The UE policies can be delivered from the PCF to the UE. The UE policy delivery procedure is specified in 3GPP TS 24.501 [11].
The UE policies can also be pre-configured in the UE. The pre-configured policy shall be applied by the UE only when the UE has not received the same type of policy from the PCF. The implementation of pre-configured UE policies is out of scope of this specification.
The UE policies can be delivered from the PCF to the 5G-RG or a W-AGF acting on behalf of the FN-RG. The UE policy delivery service is specified in 3GPP TS 24.501 [11]. These UE policies include the UE route selection policy (URSP) (see subclause 4.2).
The UE policies can also be pre-configured in the 5G-RG or a W-AGF acting on behalf of the FN-RG. The pre-configured policy shall be applied by the 5G-RG or a W-AGF acting on behalf of the FN-RG only when the 5G-RG or a W-AGF acting on behalf of the FN-RG has not received the same type of policy from the PCF. The implementation of pre-configured UE policies is out of scope of this specification.
***** Next change *****
[bookmark: _Toc11403719][bookmark: _Toc11403726]4.3.1	Overview
The ANDSP is used to control the UE behaviour related to access network discovery and selection over non-3GPP access network.
The ANDSP consists of:
-	WLAN Selection Policy (WLANSP) which is described in subclause 4.3.2.; and
-	non-3GPP access network (N3AN) node configuration information which is described in subclause 4.3.3.
The 5G-RG or a W-AGF acting on behalf of the FN-RG shall ignore any ANDSP information, if received.
