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[bookmark: _Toc11344947]* * * First Change * * * *
7.2A.18.11.2	IANA considerations
This document adds to the existing IANA registry for the SIP Reason header field the following protocol value and protocol cause:
Table 7.2A.18.11-1: Addition to the IANA Registry for the SIP Reason header field
	Protocol value
	Protocol cause
	Reference

	RELEASE_CAUSE
	Cause value in decimal
	3GPP TS 24.229



This document adds to the existing IANA registry for SIP Reason header Reason-text strings associated with their respective protocol type and Reason- param cause values:
Table 7.2A.18.11-2: Cause values and Reason-text strings for the RELEASE_CAUSE protocol value
	Protocol value
	Cause value
	Reason-text

	RELEASE_CAUSE
	1
	User ends call

	RELEASE_CAUSE
	2
	RTP/RTCP time-out

	RELEASE_CAUSE
	3
	Media bearer loss

	RELEASE_CAUSE
	4
	SIP timeout - no ACK

	RELEASE_CAUSE
	5
	SIP response time-out

	RELEASE_CAUSE
	6
	Call-setup time-out

	RELEASE_CAUSE
	7
	Redirection failure



Editor’s Note: IANA registry needs to be updated to include "7" as a new cause value.
* * * Next Change * * * *
U.3.1.x 	SIP handling at the originating UE when redirecting the UE from NG-RAN to E-UTRAN fails
When a failure occurs in the process of redirecting the UE from NG-RAN to E-UTRAN and the UE is aware of the failure, the UE shall send out a CANCEL request to cancel the INVITE request that includes a Reason header field with a protocol value set to "RELEASE_CAUSE" and a "cause" header field parameter with the value of "7" as specified in subclause 7.2A.18.11.2.



