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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] apply.
Default QoS Flow: The 5G QoS Flow associated with the default QoS rule.

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.122 [25] apply.

Equivalent Home PLMN (EHPLMN)
Home PLMN (HPLMN)

Visited PLMN (VPLMN)
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.501 [xx] apply:

NG-RAN
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AC
Application Characteristics

CN
Core Network

CP
Client Provisioning

CSCF
Call Session Control Function

DDF
Device Description Framework

DM
Device Management
E-UTRA
Evolved Universal Terrestrial Radio Access
FQDN
Fully Qualified Domain Name

ICSI
IMS Communication Service Identifier

IMS
IP Multimedia core network Subsystem

IP
Internet Protocol

ISIM
IM Services Identity Module

MO
Management Object
NR
New Radio
OMA
Open Mobile Alliance

P-CSCF
Proxy – CSCF

PDP
Packet Data Protocol

SIP
Session Initiation Protocol

SS
Supplementary Services
UE
User Equipment

USIM
Universal Subscriber Identity Module
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5.46
/<X>/Media_type_restriction_policy/<X>/IP-CAN

This leaf indicates a restriction applicable for an IP-CAN.
-
Occurrence: ZeroOrOne

-
Format: int

-
Access Types: Get, Replace

-
Values: one of the values specified in table 5.46-1.

Table 5.46-1: Possible values for the IP-CAN leaf

	Value
	Description

	1
	Evolved Packet System (EPS)

	2
	Evolved Packet Core (EPC) via Wireless Local Access Network (WLAN)

	3
	General Packet Radio Service (GPRS)

	4
	5G core (5GC) via NG-RAN

	5
	5G core (5GC) via non-3GPP access

	6
	5G core (5GC) via E-UTRA

	7
	5G core (5GC) via NR

	0, 8-255
	Not assigned


