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* * * First Change * * * *

[bookmark: _Toc11339780]A.2	Data related to Common Data Types
openapi: 3.0.0
info:
  version: '1.2.0.alpha-1'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
externalDocs:
  description: 3GPP TS 29.571 Common Data Types for Service Based Interfaces, version 16.0.0 interim
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.571/'

************** not shown for Clarity ******************
Data Types related to 5G QoS as defined in clause 5.5
#

#
# SIMPLE DATA TYPES
#
#
    Qfi:
      type: integer
      minimum: 0
      maximum: 63
    QfiRm:
      type: integer
      minimum: 0
      maximum: 63
      nullable: true
    5Qi:
      type: integer
      minimum: 0
      maximum: 255
    5QiRm:
      type: integer
      minimum: 0
      maximum: 255
      nullable: true
    BitRate:
      type: string
      pattern: '^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$'
    BitRateRm:
      type: string
      pattern: '^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$'
      nullable: true
    ArpPriorityLevelRm:
      type: integer
      minimum: 1
      maximum: 15
      nullable: true
    ArpPriorityLevel:
      type: integer
      minimum: 1
      maximum: 15
      nullable: true
      description: nullable true shall not be used for this attribute
    5QiPriorityLevel:
      type: integer
      minimum: 1
      maximum: 127
    5QiPriorityLevelRm:
      type: integer
      minimum: 1
      maximum: 127
      nullable: true
    PacketDelBudget:
      type: integer
      minimum: 1
    PacketDelBudgetRm:
      type: integer
      minimum: 1
      nullable: true
    PacketErrRate:
      type: string
      pattern: '^([0-9]E-[0-9])$'
    PacketErrRateRm:
      type: string
      pattern: '^([0-9]E-[0-9])$'
      nullable: true
    PacketLossRate:
      type: integer
      minimum: 0
      maximum: 1000
    PacketLossRateRm:
      type: integer
      minimum: 0
      maximum: 1000
      nullable: true
    AverWindow:
      type: integer
      minimum: 1
      maximum: 4095
      default: 2000
    AverWindowRm:
      type: integer
      maximum: 4095
      default: 2000
      minimum: 1
      nullable: true
    MaxDataBurstVol:
      type: integer
      minimum: 1
      maximum: 4095
    MaxDataBurstVolRm:
      type: integer
      minimum: 1
      maximum: 4095
      nullable: true
    SamplingeRatio:
      type: integer
      minimum: 1
      maximum: 100
    SamplingeRatioRm:
      type: integer
      minimum: 1
      maximum: 100
      nullable: true



************** not shown for Clarity ******************

* * * End of Change * * * *
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