

	
3GPP TSG-CT WG4 Meeting #94	C4-194159
Portoroz, Slovenia; 07th – 11th October 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.518
	CR
	0241
	rev
	-
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	User location report 

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT4

	
	

	Work item code:
	5WWC
	
	Date:
	2019-09-20

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In TS 23.501, the user location information for the wireline and trusted WLAN access network is defined as follows: 

The User Location Information may correspond to:
-	In the case of 3GPP access: Cell-Id. The AMF includes only the Primary Cell-Id even if it had received also the Cell-Id of the Primary cell in the Secondary RAN node from NG-RAN.
-	In the case of Untrusted non-3GPP access: a UE local IP address (used to reach the N3IWF) and optionally UDP or TCP source port number (if NAT is detected).
-	In the case of Trusted non-3GPP access: TNAP Identifier, a UE local IP address (used to reach the TNGF) and optionally UDP or TCP source port number (if NAT is detected).
	The TNAP Identifier shall include the SSID of the access point to which the UE is attached and shall include at least one of the following elements, unless otherwise determined by the TWAN operator's policies:
-	the BSSID (see IEEE Std 802.11-2012 [106]);
-	civic address information of the TNAP to which the UE is attached.
NOTE 1:	The SSID can be the same for several TNAPs and SSID only may not provide a location, but it might be sufficient for charging purposes.
NOTE 2:	the BSSID associated with a TNAP is assumed to be static.
-	In the case of W-5GAN access: The User Location Information for W-5GAN is defined in TS 23.316 [84].


	
	

	Summary of change:
	Add the user location report for the wireline and trust WLAN access network.

	
	

	Consequences if not approved:
	The location information for wireline and trusted WLAN is not applicable.
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[bookmark: _Toc11342937][bookmark: _Toc11343000]* * * * Begin of Change * * * *
[bookmark: _Toc20137199]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in  TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in  TR 21.905 [1].
5GC	5G Core Network
5GS	5G System
5G-AN	5G Access Network
5G-GUTI	5G Globally Unique Temporary Identifier
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
EBI	EPS Bearer Identity
GAD	Universal Geographical Area Description
GPSI	Generic Public Subscription Identifier
GUAMI	Globally Unique AMF Identifier
JSON	JavaScript Object Notation
LADN	Local Area Data Network
LMF	Location Management Function
MM	Mobility Management
N3IWF	Non-3GPP InterWorking Function
NEF	Network Exposure Function
NR	New Radio
NRF	Network Repository Function
NRPPa	NR Positioning Protocol A
NSI ID	Network Slice Instance Identifier
NSSAI	Network Slice Selection Assistance Information
NWDAF	Network Data Analytics Function
PCF	Policy Control Function
PEI	Permanent Equipment Identifier
RAT	Radio Access Type
RFSP	RAT/Frequency Selection Priority	
SARI	Service Area Restriction Information
SBI	Service Based Interface
SM	Session Management
SMF	Session Management Function
SMSF	Short Message Service Function
S-NSSAI	Single Network Slice Selection Assistance Information
SUCI	Subscription Concealed Identifier
SUPI	Subscription Permanent Identifier
TA	Tracking Area
TAI	Tracking Area Identity
TNAP	Trusted Non-3GPP Access Point
UDM	Unified Data Management
UDSF	Unstructured Data Storage Function

* * * * Next of Change * * * *
[bookmark: _Toc20137263]5.3.1	Service Description
The AMF may offer this service as a Service Producer to enable an NF to subscribe to event notifications on its own or on behalf of another NF and get notified about an event. The known Service Consumers are NEF, SMF, UDM and NWDAF. See also clauses 4.15.1, 4.15.3.2, 4.15.4.2 and 5.2.2.3.1 of 3GPP TS 23.502 [3] , clause 6.2.2 in 3GPP TS 23.288 [38].
The following events are provided by Namf_EventExposure Service:
Event: Location-Report
	A NF subscribes to this event to receive the Last Known Location of a UE or a group of UEs, and Updated Location of the UE or any UE in the group when AMF becomes aware of a location change of the UE with the granularity as requested.
	This event implements the "Location Reporting" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3].
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report (See NOTE 1), Continuous Report (See NOTE 2)
	Input: UE-ID(s), Optionally Filters: TAI, Cell-ID, N3IWF, UE-IP, UDP-PORT, TNAP ID, Global Line Id
	Notification; UE-ID, filtered updated location (TAI, Cell-ID for 3GPP access, most recent N3IWF node, UE local IP address and UDP source port number for non-3GPP access, TNAP ID, Global Line Id).
NOTE 1:	Support of Continuous Report should be controlled by operator policy.
Event: Presence-In-AOI-Report
	A NF subscribe to this event to receive the current present state of a UE in a specific Area of Interest (AOI), and notification when a specified UE enters or leaves the specified area. The area could be identified by a TA list, an area ID or specific interested area name like "LADN".
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuously Report
	Input:	UE ID(s), Area identifier (a TA list, an area Id or "LADN").
	Notification: UE-ID, Area identifier, Presence Status (IN/OUT/UNKNOWN)
Event: Time-Zone-Report
	A NF subscribes to this event to receive the current time zone of a UE or a group of UEs, and updated time zone of the UE or any UE in the group when AMF becomes aware of a time zone change of the UE.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification; UE-ID, most recent time-zone
Event: Access-Type-Report
	A NF subscribes to this event to receive the current access type(s) of a UE or a group of UEs, and updated access type(s) of the UE or any UE in the group when AMF becomes aware of the access type change of the UE.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification; UE ID, most recent access-types (3GPP, Non-3GPP)
Event: Registration-State-Report
	A NF subscribes to this event to receive the current registration state of a UE or a group of UEs, and report for updated registration state of a UE or any UE in the group when AMF becomes aware of a registration state change of the UE.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification; UE ID, most recent registration state (REGISTERED/DEREGISTERED) with access type
Event: Connectivity-State-Report
	A NF subscribes to this event to receive the current connectivity state of a UE or a group of UEs, and report for updated connectivity state of a UE or any UE in the group when AMF becomes aware of a connectivity state change of the UE.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification; UE ID, most recent connectivity state (IDLE/CONNECTED) with access type
Event: Reachability-Report
	A NF subscribes to this event to receive the current reachability of a UE or a group of UEs, and report for updated reachability of a UE or any UE in the group when AMF becomes aware of a reachability change of the UE.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification; UE ID, AMF Id, most recent reachability state (REACHABLE/UNRACHABLE/REGULATORY-ONLY).
Event: Communication-Failure-Report
	A NF subscribes to this event to receive the Communication failure report of a UE or group of UEs or any UE, when the AMF becomes aware of a RAN or NAS failure event.
	This event implements the "Communication failure" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3].
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s), "ANY_UE"
	Notification; UE ID, RAN/NAS release code.
Event: UEs-In-Area-Report
	A NF subscribes to this event to receive the number of UEs in a specific area. A NF may ask AMF for the UEs within the area based on Last Known Location or it may request AMF to actively look for the UEs within the area based on Current Location.
	This event implements the "Number of UEs present in a geographical area" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3].
	UE Type: any UE
	Report Type: One-Time Report (See NOTE 3), Continuous Report (See NOTE 4)
	Input: Area identified in a TA List
	Notification: Number of UEs in the area
NOTE 2:	For an Immediate Report, UE Last Known Location is used to count the UEs within the area.
NOTE 3:	Support of Continuous Report should be controlled by operator.
Event: Loss-of-Connectivity
	An NF subscribes to this event to receive the event report of a UE or group of UEs when AMF detects that a target UE is no longer reachable for either signalling or user plane communication. Such condition is identified when Mobile Reachable timer expires in the AMF (see 3GPP TS 23.501 [2]), when the UE detaches and when AMF deregisters from UDM for an active UE. If the UE is already not reachable for either signalling or user plane communication when the event is subscribed, the AMF reports the event directly.
	This event implements the "Loss of Connectivity" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3].
	UE Type: One UE, Group of UEs.
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification; UE ID.
Event: 5GS-User-State-Report
	A NF subscribes to this event to receive the 5GS User State of a UE.
	UE Type: One UE
	Report Type: One-Time Report
	Input: UE ID
	Notification; UE ID, 5GS User State
* * * * Next of Change * * * *
[bookmark: _Toc20137549]6.2.6.3.5	Enumeration: LocationFilter
Table 6.2.6.3.5-1: Enumeration LocationFilter
	Enumeration value
	Description

	"TAI"
	Indicates any change of the TA used by the UE should be reported

	"CELL_ID"
	Indicates any change of the Cell used by the UE should be reported

	"N3IWF"
	Indicates any change of the N3IWF node used by the UE should be reported

	"UE_IP"
	Indicates any change of the UE local IP address should be reported

	"UDP_PORT"
	Indicates any change of local UDP port used by the UE reported

	"TNAP_ID"
	Indicates any change of the TNAP ID used by the UE should be reported

	"GLI"
	Indicates any change of the Global Line Id used by the UE should be reported



* * * * Next of Change * * * *
[bookmark: _Toc20137662]A.3	Namf_EventExposure API
openapi: 3.0.0
info:
  version: 1.1.0.alpha-1
  title: Namf_EventExposure
  description: |
    AMF Event Exposure Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-evts
[…]
    LocationFilter :
      anyOf:
      - type: string
        enum:
          - TAI
          - CELL_ID
          - N3IWF
          - UE_IP
          - UDP_PORT
          - TNAP_ID
          - GLI
      - type: string
[…]
* * * * End of Changes * * * *

