Page 1



TSG-CT WG4 Meeting #94
C4-194326
Portoroz, Slovenia, 7 - 11 October 2019








	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.504
	CR
	0058
	rev
	1
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Missed URLLC feature from Application Data

	
	

	Source to WG:
	Huawei

	Source to TSG:
	C4

	
	

	Work item code:
	5G_URLLC
	
	Date:
	2019-09-30

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In TS 29.519, the AF acknowledgement indication and UE address preservation indication are introduced due to URLLC work. Hence, TS 29.519 CR#0145 proposes to use a general URLLC feature to support the URLLC requirements.

	
	

	Summary of change:
	The URLLC feature is added as one optional feature of Nudr_DR API.

	
	

	Consequences if not approved:
	Missed feature to support URLLC requirements.

	
	

	Clauses affected:
	6.1.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.


	
	

	This CR's revision history:
	


Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
6.1.8
Feature negotiation

The optional features in table 6.1.8-1 are defined for the Nudr_DataRepository API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [7].

Table 6.1.8-1: Supported Features

	Feature number
	Feature Name
	Description

	1
	ResourceRemovalNotificationPolicyData
	This feature indicates the support of the complete removal of a Policy Data resource.

	2
	ResourceNotificationExposureDataFix
	This feature indicates the support of corrections to Notifications of data changes in the Exposure Data resource.

	3
	DomainNameProtocol
	This feature supports the additional protocol matching condition for the domain name in PFD data.

	4
	EnhancedBackgroundDataTransfer
	This feature indicates the support of applying the Background Data Transfer Policy to a future PDU session requested by the AF for Policy Data resource and Application Data resource as defined in 3GPP TS 29.519 [3]. 

	5
	MacAddressRange
	This feature indicates the support of a set of MAC addresses with a specific range for the traffic filter in the Application Data resource as specified in 3GPP TS 29.519 [3].

	6
	MultiTemporalCondition
	This feature indicates the support of multiple temporal validity conditions in the Traffic Influence Data resource as specified in 3GPP TS 29.519 [3].

	x
	URLLC
	This feature indicates support of Ultra Reliable Low Latency Communication (URLLC) requirements, i.e. AF application relocation and UE address(es) preservation in the Application Data resource as specified in 3GPP TS 29.519 [3].


*** End of Changes ***

