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	Reason for change:
	CRs modifying the Nsmf_EventExposure API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

The following agreed CRs update the Nsmf_EventExposure API for R16:

+ TS 29.508 CR#0056 is a backward compatible correction for (alignment with R15 CR) for 5GS_Ph1-CT
+ TS 29.508 CR#0057 is a backward compatible correction for en5GPccSer
+ TS 29.508 CR#0058 is a backward compatible feature for 5G_URLLC

As the present release is not yet frozen and a draft version number is already assigned, only the draft field is updated.

Since a new TS version will be provided with changes to the OpenAPI specification file, the TS version number included in the "description" field of the "externalDocs" object also needs to be updated.

	
	

	Summary of change:
	The Nsmf_EventExposure API version is incremented from value "1.1.0.alpha-2" to value "1.1.0.alpha-3".

The TS version number in the "description" field of the "externalDocs" object is changed to "16.2.0".

	
	

	Consequences if not approved:
	Incorrect API version number and incorrect TS version number in the "description" field of the "externalDocs" object.
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	Other comments:
	This CR introduces backward compatible corrections to the OpenAPI specification files for the API.
This CR is only applicable for Release 16.
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*** 1st Change ***

[bookmark: _Toc20400946]A.2	Nsmf_EventExposure API
openapi: 3.0.0
info:
  version: 1.1.0.alpha-32
  title: Nsmf_EventExposure
[bookmark: _Hlk514243590]  description: |
    Session Management Event Exposure Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
externalDocs:
  description: 3GPP TS 29.508 V16.21.0; 5G System; Session Management Event Exposure Service.
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.508/
(… text not shown for clarity …)


*** End of Changes ***



