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Proposed changes:
*** 1st Change ***
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[bookmark: _Hlk42527468]All resource URIs of this API should have the following root:
{apiRoot}/3gpp-acs-pp/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-acs-pp" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.12.1.1-1 and the resources and HTTP methods used for the ACSParameterProvision API.


Figure 5.12.1.1-1: Resource URI structure of the ACSParameterProvision API
Table 5.12.1.1-1 provides an overview of the resources and HTTP methods applicable for the ACSParameterProvision API.
Table 5.12.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	ACS Configuration Subscripions
	{apiRoot}/3gpp-acs-pp/v1/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF.

	
	
	POST
	Create a new ACS configuration subscription.

	Individual ACS Configuration Subscripion
	{apiRoot}/3gpp-acs-pp/v1/{afId}/subscriptions/{subscriptionId}
	GET
	Read an existing subscription identified by {subscriptionId}

	
	
	PUT
	Modify all of the properties of an existing subscription. identified by {subscriptionId}

	
	
	DELETE
	Delete the subscription identified by {subscriptionId}




*** End of Changes ***
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