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	Reason for change:
	Reference to Tpology Hiding data type is missing in “8.3.4.1 CAPIF_Events_API specific Data Types” table.

	 
	

	Summary of change:
	Added “8.3.4.2.7 	Type: TopologyHiding” information to 8.3.4.1-1 table.

	
	

	Consequences if not approved:
	Details of Topology hiding data type missing from CAPIF_Events_API specific data types.
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[bookmark: _Toc28009878][bookmark: _Toc34061998][bookmark: _Toc36036754][bookmark: _Toc43285001][bookmark: _Toc45132780][bookmark: _Toc28009801][bookmark: _Toc34061920][bookmark: _Toc36036676][bookmark: _Toc43284923][bookmark: _Toc45132702]8.3.4.1	General
This subclause specifies the application data model supported by the API. Data types listed in subclause 7.2 apply to this API.
Table 8.3.4.1-1 specifies the data types defined specifically for the CAPIF_Events_API service.
Table 8.3.4.1-1: CAPIF_Events_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AccessControlPolicyListExt
	8.3.4.2.6
	Represents the extension for access control policies
	

	CAPIFEvent
	8.3.4.3.2
	Describes CAPIF events
	

	CAPIFEventDetail
	8.3.4.2.5
	Represents the CAPIF event detail
	

	CAPIFEventFilter
	8.3.4.2.4
	Represents the CAPIF event filter
	

	EventNotification
	8.3.4.2.3
	Represents an individual CAPIF Event Subscription Notification 
	

	EventSubscription
	8.3.4.2.2
	Represents an individual CAPIF Event Subscription resource
	

	TopologyHiding
	8.3.4.2.7
	Represents the routing rules information of a service API.
	



Table 8.3.4.1-2 specifies data types re-used by the CAPIF_Events_API service: 
Table 8.3.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ReportingInformation
	3GPP TS 29.523 [26]
	Used to indicate the reporting requirement, only the following information are applicable for CAPIF:
-	immRep
-	notifMethod
-	maxReportNbr
-	monDur
-	repPeriod
	Enhanced_event_report

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.3.6-1.
	

	TestNotification
	3GPP TS 29.122 [14]
	Following differences apply:
-	The SCEF is the CAPIF core function; and
-	The SCS/AS is the Subscribing functional entity.
	

	Uri
	3GPP TS 29.122 [14]
	
	

	WebsockNotifConfig
	3GPP TS 29.122 [14]
	Following differences apply:
-	The SCEF is the CAPIF core function; and
-	The SCS/AS is the Subscribing functional entity.
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