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	Reason for change:
	· According to 3GPP 23.288, the application Id is optional for UE mobility analytics.
（6.7.2.2）The application Id is optional. If the application Id is omitted, the collected UE mobility information can be applicable to all the applications for the UE.
· According to 3GPP 23.288-table 6.4.1-1, the application Id is optional for observed service experience information collection.
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· According to 3GPP 29.517 and 3GPP 23.288 , the locArea is optional for UE Communication Analytics and UE mobility analytics.

(29.517)
-	if the feature "UeCommunication" is supported and the event is "UE_COMM", the "eventFilter" attribute may provide:
1)	identification of application to which the subscription applies via "appIds" attribute;
2)	an area of interest via "locArea" attribute.
-	if the feature "UeMobility" is supported and the event is "UE_MOBILITY", the "eventFilter" attribute may provide:
1)	identification of application to which the subscription applies via "appIds" attribute;
2)	an area of interest via "locArea" attribute.
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc34228227][bookmark: _Toc36041630][bookmark: _Toc36041786][bookmark: _Toc44680223][bookmark: _Toc45134820][bookmark: _Toc24966954][bookmark: _Toc34228235][bookmark: _Toc36041638][bookmark: _Toc36041794][bookmark: _Toc44680231][bookmark: _Toc45134828]5.1.6.1	General
This clause specifies the application data model supported by the API.
Table 5.1.6.1-1 specifies the data types defined for the Nnef_EventExposure service based interface protocol.
Table 5.1.6.1-1: Nnef_EventExposure specific Data Types
	Data type
	Section defined
	Description
	Applicability

	NefEvent
	5.1.6.3.3
	
	

	NefEventExposureNotif
	5.1.6.2.3
	
	

	NefEventExposureSubsc
	5.1.6.2.2
	
	

	NefEventFilter
	5.1.6.2.7
	
	

	NefEventNotification
	5.1.6.2.4
	
	

	NefEventSubs
	5.1.6.2.5
	
	

	ServiceExperienceInfo
	5.1.6.2.9
	
	

	TargetUeIdentification
	5.1.6.2.8
	
	

	UeCommunicationInfo
	5.1.6.2.6
	
	

	UeMobilityInfo
	5.1.6.2.10
	
	

	UeTrajectoryInfo
	5.1.6.2.11
	
	



Table 5.1.6.1-2 specifies data types re-used by the Nnef_EventExposure service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnef_EventExposure service based interface. 
Table 5.1.6.1-2: Nnef_EventExposure re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [16]
	
	

	ReportingInformation
	3GPP TS 29.523 [22]
	
	

	CommunicationCollection
	3GPP TS 29.517 [18]
	
	

	DateTime
	3GPP TS 29.571 [16]
	
	

	ExceptionInfo
	3GPP TS 29.517 [18]
	
	

	GroupId
	3GPP TS 29.571 [16]
	
	

	NetworkAreaInfo
	3GPP TS 29.554 [21]
	
	

	Supi
	3GPP TS 29.571 [16]
	
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	
	

	ServiceExperienceInfoPerFlow
	3GPP TS 29.517 [18]
	
	

	UserLoaccation
	3GPP TS 29.571 [16]
	
	

	Uri
	3GPP TS 29.571 [16]
	
	



*** Next Change ***
[bookmark: OLE_LINK71]5.1.6.2.7	Type NefEventFilter
Table 5.1.6.2.7-1: Definition of type NefEventFilter
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	tgtUe
	TargetUeIdentification
	M
	1
	Represents the UE information to which the request applies.
	(NOTE 1)


	[bookmark: OLE_LINK73]appIds
	array(ApplicationId)
	C
	1..N
	Each element indicates an application identifier.
Shall be present if "event" sets to "SVC_EXPERIENCE" or "EXCEPTIONS".
If absent, the NefEventFilter data applies to any application (i.e. all applications)
(NOTE 2)
	ServiceExperience
Exceptions
UeCommunication
UeMobility

	locArea
	NetworkAreaInfo
	O
	0..1
	Represents an area of interest.
May only be present if "event" sets to "SVC_EXPERIENCE" or "EXCEPTIONS".
	ServiceExperience
Exceptions
UeCommunication
UeMobility

	NOTE 1:	Applicability is further described in the corresponding data type. 
NOTE 2:	For event "EXCEPTIONS", "UE_MOBILITY" and "UE_COMM", if present, the "appIds" attribute shall include only one element.



*** End of Changes ***
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