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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc18512529][bookmark: _Toc34124992][bookmark: _Toc34125254][bookmark: _Toc36041871][bookmark: _Toc45134912][bookmark: _Toc45134982][bookmark: _Toc28005572][bookmark: _Toc36041447][bookmark: _Toc28012820][bookmark: _Toc34266290][bookmark: _Toc36102461][bookmark: _Toc28012812][bookmark: _Toc524420712][bookmark: _Toc524420423][bookmark: _Toc524420705]4.2.2.2	Creating UE radio capability provisioning resource
This procedure is used by the NF service consumer (e.g. NEF) to create a UE radio capability provisioning resource containing UCMF dictionary entries for Manufacturer-assigned UE Radio Capability IDs, as defined in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3].



Figure 4.2.2.2-1: Creating new UE radio capability provisioning resource
[bookmark: _Hlk505257778]To create a UE radio capability provisioning resource, the NF service consumer shall send an HTTP POST request to the UCMF with: "{apiRoot}/nucmf-provisioning/<apiVersion>/provisionings" as request URI as shown in step 1 of figure 4.2.2.2-1, and the "RacsData" data structure as request body. The "RacsData" data type shall contain one or more RACS configurations in the "racsConfigs" attribute which include:
-	a RACS ID in the "racsId" attribute;
-	UE radio capability information in the "racsParamEps" and/or "racsParam5Gs" attributes; and
-	the related UE model(s) IMEI-TAC value(s) in the "imeiTacs" attribute.
Upon reception of the HTTP POST message from the NF service consumer requesting to create UCMF dictionary entries, the UCMF shall, for each requested RACS ID, check if there is any existing dictionary entry having the same RACS ID. If yes, the UCMF shall indicate "RACS_ID_DUPLICATED" in the "result" attribute for the requested RACS ID; otherwise if there is no other error the UCMF shall create a UCMF dictionary entry.
After processing all requested RACS IDs, if at least one UCMF dictionary entry is successfully provisioned, the UCMF shall create the resource "Individual UE radio capability provisioning" and respond "201 Created" as shown in step 2 of figure 4.2.2.2-1 with the successfully provisioned RACS information, the UCMF may include RACS report(s) within attribute "racsReports" with a list of RACS ID(s) and the corresponding failure code for which the provisioning has failed as specified in table 5.16.2.2.3-1 of 3GPP TS 29.122 [15] in the body of the HTTP response; otherwise the UCMF shall respond "500 Internal Server Error" and may include the RACS report(s) to indicate failure details.


*** End of Changes ***
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