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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012898][bookmark: _Toc34251343][bookmark: _Toc36103039][bookmark: _Toc43388791][bookmark: _Toc45134073]5.3.2.3.2	GET
This method shall support the URI query parameters specified in table 5.3.2.3.2-1.
Table 5.3.2.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	ipv4Addr
	Ipv4Addr
	C
	0..1
	The IPv4 Address of the served UE. (NOTE 1) (NOTE 3)

	ipv6Prefix
	Ipv6Prefix
	C
	0..1
	The IPv6 Address of the served UE. (NOTE 1) (NOTE 3)
The NF service consumer shall append '/128' to the IPv6 address in the attribute value. E.g. '2001:db8:85a3::8a2e:370:7334/128'.

	macAddr48
	MacAddr48
	C
	0..1
	The MAC Address of the served UE. (NOTE 1)

	dnn
	Dnn
	O
	0..1
	DNN 

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier 

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier

	snssai
	Snssai
	O
	0..1
	The identification of slice. (NOTE 2)

	ipDomain
	sString
	O
	0..1
	The IPv4 address domain identifier. (NOTE 2)

	supp-feat
	SupportedFeatures
	O
	0..1
	To filter irrelevant responses related to unsupported features.

	NOTE 1:	One and only one of query parameter ipv4Addr, ipv6Prefix or macAddr48 shall be present.
NOTE 2:	The query parameters snssai and/or ipDomain, if applicable (IPv4 address overlapping), shall be present with query parameter ipv4Addr.
NOTE 3:	5G-RG and FN-RG replaces UE for wireline access support. See 3GPP TS 23.316 [19].
NOTE 4:	The ipv4Addr and ipv6Prefix query parameters may include the IP address of devices in networks behind the UE (see subclause 5.6.14 of 3GPP TS 23.501 [2]).



This method shall support the request data structures specified in table 5.3.2.3.2-2 and the response data structures and response codes specified in table 5.3.2.3.2-3.
Table 5.3.2.3.2-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.3.2.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	PcfBinding
	M
	1
	200 OK
	The individual PCF session binding information resource matching the query parameter(s) is returned.

	n/a
	
	
	204 No Content
	There is no PCF session binding information matching the query parameter(s).

	ProblemDetails
	O
	0..1
	400 Bad Request
	More than one binding information is found. (NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] shall also apply.
NOTE 2:	Failure cases are described in subclause 5.7.



*** Next Change ***
[bookmark: _Toc28012912][bookmark: _Toc34251357][bookmark: _Toc36103053][bookmark: _Toc43388805][bookmark: _Toc45134087]5.6.2.3	Type PcfBindingPatch
Table 5.6.2.3-1: Definition of type PcfBindingPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ipv4Addr
	Ipv4AddrRm
	O
	0..1
	The IPv4 Address of the served UE. (NOTE 2)
	

	ipDomain
	string
	O
	0..1
	IPv4 address domain identifier. (NOTE 1)
	

	ipv6Prefix
	Ipv6PrefixRm
	O
	0..1
	The IPv6 Address Prefix of the served UE. (NOTE 2) (NOTE 3)
	

	addIpv6Prefixes
	array(Ipv6Prefix)
	O
	1..N
	The additional IPv6 Address Prefixes of the served UE. (NOTE 2) (NOTE 3)
	MultiUeAddr

	macAddr48
	MacAddr48Rm
	O
	0..1
	The MAC Address of the served UE.
	

	addMacAddrs
	array(MacAddr48)
	O
	1..N
	The additional MAC Addresses of the served UE.
	MultiUeAddr

	pcfIid
	NfInstanceId
	O
	0..1
	PCF instance identifier
	

	pcfFqdn
	Fqdn
	O
	0..1
	FQDN of the PCF hosting the Npcf_PolicyAuthorization service.
	

	pcfIpEndPoints
	array(IpEndPoint)
	O
	1..N
	IP end points of the PCF hosting the Npcf_PolicyAuthorization service.
	

	pcfDiamHost
	DiameterIdentity
	O
	0..1
	The diameter host for an individual PCF.
	

	pcfDiamRealm
	DiameterIdentity
	O
	0..1
	The diameter realm for an individual PCF.
	

	NOTE 1:	If applicable, the consumer (e.g. PCF) shall also request to remove the ipDomain attribute if the ipv4Addr attribute is requested to be removed.
NOTE 2:	5G-RG and FN-RG replaces UE for wireline access support. See 3GPP TS 23.316 [19].
NOTE 3:	IPv6 prefix(es) shorter than /64 or full IPv6 address(es) with a /128 prefix can be encoded as the "ipv6Prefix" and "addIpv6Prefixes" attributes, according to 3GPP TS 23.316 [19], subclause 8.3.1.





*** End of Changes ***

