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*** First change ***
[bookmark: _Toc25156195][bookmark: _Toc34124495][bookmark: _Toc43207609][bookmark: _Toc45030356]5.2.2.3.6.1	General
The N2InfoNotify service operation is used during the following procedure:
-	Inter NG-RAN node N2 based handover procedure (see 3GPP TS 23.502 [3], clause 4.9.1.3.3, clause 4.23.7.3);
-	Network assisted positioning procedure (see clause 6.11.2 of 3GPP TS 23.273 [42])
-	AMF planned removal procedure with UDSF deployed (see clause 5.21.2.2.1 of 3GPP TS 23.501 [2]), to forward uplink N2 signalling to a different AMF.
The N2InfoNotify service operation is invoked by AMF, to notify a NF Service Consumer that subscribed N2 information has been received from access network.
The AMF shall use HTTP POST method to the N2Info Notification URI provided by the NF Service Consumer via N1N2MessageSubscribe service operation (See clause 5.2.2.3.3). See also figure 5.2.2.3.6.1-1.


Figure 5.2.2.3.6.1-1 N2 Information Notify
1.	The AMF shall send a HTTP POST request to the n2InfoNotifyUril, and the payload body of the POST request shall contain a N2InformationNotification data structure, containing the N2 information that was subscribed by the NF Service Consumer.
2a.	On success, "204 No Content" shall be returned and the payload body of the POST response shall be empty.
2b.	On failure, one of the HTTP status code listed in Table 6.1.5.5.3.1-2 shall be returned. The message body shall contain a ProblemDetails object with "cause" set to one of the corresponding application errors listed in Table 6.1.5.5.3.1-2.
*** End of changes ***
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