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	Reason for change:
	Source Interface Type is defined in the PDI IE (see Table 7.5.2.2-2).  

This requires to set this IE in all PDRs associated to a traffic endpoint, although they all share the same interface type (e.g. in all PDRs provisioned for an N6 traffic endpoint). 

Additionally, this also requires to update all PDRs during inter-RAT handovers, e.g. when a traffic endpoint is changed from S1-U to N3. 

It is much more efficient to provision the Interface Type at the Traffic Endpoint level. 


	
	

	Summary of change:
	A new Source Interface Type IE is defined in Create / Update Traffic Endpoints IEs.


	
	

	Consequences if not approved:
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The Create Traffic Endpoint grouped IE shall be encoded as shown in Figure 7.5.2.7-1.
Table 7.5.2.7-1: Create Traffic Endpoint IE within PFCP Session Establishment Request
	Octet 1 and 2
	Create Traffic Endpoint IE Type = 127(decimal)

	Octets 3 and 4
	Length = n

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	

	Traffic Endpoint ID
	M
	This IE shall uniquely identify the Traffic Endpoint for that PFCP session.
	X
	X
	X
	X
	Traffic Endpoint ID

	Local F-TEID 
	O
	If present, this IE shall identify the local F-TEID to match for an incoming packet.
The CP function shall set the CHOOSE (CH) bit to 1 if the CP function requests the UP function to assign a local F-TEID to the Traffic Endpoint.
	X
	X
	-
	X
	F-TEID

	Network Instance
	O
	This IE shall be present if the CP function requests the UP function to allocate a UE IP address/prefix.
If present, this IE shall identify the Network instance to match for the incoming packet. See NOTE 1, NOTE 2.
	X
	X
	X
	X
	Network Instance

	Redundant Transmission Parameters
	O
	If present, this IE shall contain the information used for the reception of redundant uplink packets on N3/N9 interfaces.
See Table 7.5.2.2-5.
	-
	-
	-
	X
	Redundant Transmission Parameters

	UE IP address 
	O
	If present, this IE shall identify the source or destination IP address to match for the incoming packet. (NOTE 3).

The CP function shall set the CHOOSE IPV4 (CHV4) and/or CHOOSE IPV6 (CHV6) bits to 1 if the UP function supports the allocation of UE IP address/ prefix and the CP function requests the UP function to assign a UE IP address/prefix to the Traffic Endpoint.

In the 5GC, several IEs with the same IE type may be present to represent multiple UE IP addresses, if the UPF indicated support of the IP6PL feature (see clause 5.21).
	-
	X
	X
	X
	UE IP address

	Ethernet PDU Session Information
	O
	This IE may be present to identify all the (DL) Ethernet packets matching an Ethernet PDU session (see clause 5.13.1).
	-
	-
	-
	X
	Ethernet PDU Session Information

	Framed-Route
	O
	This IE may be present for a DL PDR if the UPF indicated support of Framed Routing (see clause 8.2.25). If present, this IE shall describe a framed route.
Several IEs with the same IE type may be present to provision a list of framed routes. (NOTE 3)
	-
	X
	-
	X
	Framed-Route

	Framed-Routing
	O
	This IE may be present for a DL PDR if the UPF indicated support of Framed Routing (see clause 8.2.25). If present, this IE shall describe the framed routing associated to a framed route. 
	-
	X
	-
	X
	Framed-Routing

	Framed-IPv6-Route
	O
	This IE may be present for a DL PDR if the UPF indicated support of Framed Routing (see clause 8.2.25). If present, this IE shall describe a framed IPv6 route.
Several IEs with the same IE type may be present to provision a list of framed IPv6 routes. (NOTE 3)
	-
	X
	-
	X
	Framed-IPv6-Route

	QFI
	O
	This IE may be present if the UPF has indicated it supports MTE feature as specified in clause 8.2.25.

If present, this IE shall identify the QoS Flow Identifier to match for the incoming packet received from the traffic endpoint.

Several IEs with the same IE type may be present to provision a list of QFIs. When present, the full set of applicable QFIs shall be provided.
	-
	-
	-
	X
	QFI

	Source Interface Type
	O
	This IE may be present to indicate the 3GPP interface type of the source interface, if required by functionalities in the UP Function, e.g. for performance measurements.
(NOTE x)
	X
	X
	-
	X
	3GPP Interface Type

	NOTE 1:	The Network Instance parameter is needed e.g. in the following cases:
	-	PGW/TDF UP function supports multiple PDNs with overlapping IP addresses;
	-	SGW UP function is connected to PGWs in different IP domains (S5/S8);
	-	PGW UP function is connected to SGWs in different IP domains (S5/S8);
	-	SGW UP function is connected to eNodeBs in different IP domains;
	-	UPF is connected to 5G-ANs in different IP domains;
	-	Separation of multiple 5G VN groups communication in the UPF.
NOTE 2:	When a Local F-TEID is provisioned in the Traffic Endpoint, the Network Instance shall relate to the IP address of the F-TEID. Otherwise, the Network Instance shall relate to the UE IP address.
NOTE 3:	If both the UE IP Address and the Framed-Route (or Framed-IPv6-Route) are present, the packets which are considered being matching the PDR shall match at least one of them.
NOTE x:	If the Source Interface Type is provisioned at the traffic endpoint, it shall not be provisioned in individual PDRs associated to the traffic endpoint.  
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The Update Traffic Endpoint grouped IE shall be encoded as shown in Figure 7.5.4.13-1.
Table 7.5.4.13-1: Update Traffic Endpoint IE within PFCP Session Modification Request
	Octet 1 and 2
	Update Traffic Endpoint Type = 129 (decimal)

	Octets 3 and 4
	Length = n

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	

	Traffic Endpoint ID
	M
	This IE shall uniquely identify the Traffic Endpoint to be modified for that PFCP session.
	X
	X
	X
	X
	Traffic Endpoint ID

	Local F-TEID 
	C
	This IE shall be present if it needs to be changed.
The CP function shall set the CHOOSE (CH) bit to 1 if the CP function requests the UP function to assign a local F-TEID to the PDR.
See NOTE.
	X
	-
	-
	X
	F-TEID

	Network Instance
	O
	If present, this IE shall identify the Network instance to match for the incoming packet. See NOTE.
	X
	X
	X
	X
	Network Instance

	Redundant Transmission Parameters
	C
	This IE shall be present if it needs to be changed See Table 7.5.2.2-5.
See NOTE.
	-
	-
	-
	X
	Redundant Transmission Parameters

	UE IP address 
	C
	This IE shall be present if it needs to be changed.
In the 5GC, several IEs with the same IE type may be present to represent multiple UE IP addresses, if the UPF indicated support of the IP6PL feature (see clause 5.21). When present, the UE IP address(es) present in this IE shall replace the UE IP address(es) stored in the UP function for this traffic endpoint.
See NOTE.
	-
	X
	X
	X
	UE IP address

	Framed-Route
	C
	This IE shall be present for a DL PDR if the UPF indicated support of Framed Routing (see clause 8.2.25) and it needs to be changed. If present, this IE shall describe a framed route.
Several IEs with the same IE type may be present to provision a list of framed routes. 
	-
	X
	-
	X
	Framed-Route

	Framed-Routing
	C
	This IE shall be present for a DL PDR if the UPF indicated support of Framed Routing (see clause 8.2.25) and it needs to be changed. If present, this IE shall describe the framed routing associated to a framed route. 
	-
	X
	-
	X
	Framed-Routing

	Framed-IPv6-Route
	C
	This IE shall be present for a DL PDR if the UPF indicated support of Framed Routing (see clause 8.2.25) and it needs to be changed. If present, this IE shall describe a framed IPv6 route.
Several IEs with the same IE type may be present to provision a list of framed IPv6 routes. 
	-
	X
	-
	X
	Framed-IPv6-Route

	QFI
	C
	This IE shall be present if QFI(s) applicable for the traffic endpoints need to be changed and if the UPF has indicated it supports MTE feature as specified in clause 8.2.25.

If present, this IE shall identify the QoS Flow Identifier to match for the incoming packet.
Several IEs with the same IE type may be present to provision a list of QFIs. When present, the full set of applicable QFIs shall be provided.
	-
	-
	-
	X
	QFI

	Source Interface Type
	C
	This IE shall be present if the 3GPP interface type of the traffic endpoint needs to be changed.
	X
	X
	-
	X
	3GPP Interface Type

	NOTE:	The IEs which do not need to be modified shall not be included in the Update Traffic Endpoint IE. The UP function shall continue to behave according to the values previously received for IEs not present in the Update Traffic Endpoint IE. F-TEID may be changed if the SGW-C has received the "Change F-TEID support Indication" over the S11/S4 interface (for an IDLE state UE initiated TAU/RAU procedure to allow the SGW changing the GTP-U F-TEID).
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