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	Reason for change:
	 As per CP-201279, following change was agreed during DicEntryData retrieval in Clause 6.1.6.2.2:
ueRadioCapability5GS / ueRadioCapabilityEPS shall be present when sent to AMF / MME respectively, otherwise they may be present.
However, similar text is not present in URCMP specification. This CR proposes to make this change in 29.674 as well.

	
	

	Summary of change:
	Change in Table Note in Clause 7.5.2.5.

	
	

	Consequences if not approved:
	 Implementation for LTE and 5G are not aligned.
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The Query Dictionary Entry Response shall be sent over the S17 interface by the UCMF to the MME as a reply to the Query Dictionary Entry Request.
Table 7.5.2.5-1: Information Elements in a Query Dictionary Entry Response
	Information elements
	P
	Condition / Comment
	IE Type

	Cause
	M
	
	Cause

	Dictionary Entry ID
	C
	This IE shall be included to contain a dictionary entry identifier if the Cause indicates an acceptance cause.

	Dictionary Entry ID

	PLMN Assigned UE Radio Capability ID
	C
	This IE shall be included to contain a PLMN Assigned UE Radio Capability ID if allocated for the UE Radio Access Capability Information in the dictionary entry and if the Cause indicates an acceptance cause.

	PLMN Assigned UE Radio Capability ID

	Manufacturer Assigned UE Radio Capability ID
	C
	This IE shall be included to contain a Manufacturer Assigned UE Radio Capability ID if available for the UE Radio Access Capability Information in the dictionary entry and if the Cause indicates an acceptance cause.

	Manufacturer Assigned UE Radio Capability ID

	UE Radio Access Capability Information
	C
	This IE shall be included to provide the UE Radio Access Capability Information if the Cause indicates an acceptance cause. [NOTE]

	UE Radio Access Capability Information

	Type Allocation Code
	C
	This IE shall be included to provide the Type Allocation Code in corresponding to the UE Radio Access Capability in the dictionary entry if the Cause indicates an acceptance cause.

	Type Allocation Code

	NOTE:	In this message, "UE Radio Access Capability Information" shallonly contains "UE Radio Access Capability Information (EPS)" field. "UE Radio Access Capability Information (5GS)" shall may not be present.
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