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* * * First Change * * * *
[bookmark: _Toc25070732][bookmark: _Toc34388731][bookmark: _Toc34404502][bookmark: _Toc45282412]10.3	Timers of PC5 unicast link management procedures
Table 10.3.1: PC5 unicast link management timers
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T5000
	8s
	Upon sending a DIRECT LINK ESTABLISHMENT REQUEST message
	Upon receiving a DIRECT LINK ESTABLISHMENT ACCEPT or DIRECT LINK ESTABLISHMENT REJECT message from the target UE
	Retransmission of DIRECT LINK ESTABLISHMENT REQUEST message

	T5001
	5s
	Upon sending a DIRECT LINK MODIFICATION REQUEST message
	Upon receiving a DIRECT LINK MODIFICATION ACCEPT or DIRECT LINK MODIFICATION REJECT or DIRECT LINK RELEASE REQUEST message from the target UE
	Retransmission of DIRECT LINK MODIFICATION REQUEST message

	T5002
	5s
	Upon sending a DIRECT LINK RELEASE REQUEST message
	Upon receiving a DIRECT LINK RELEASE ACCEPT message from the target UE
	Retransmission of DIRECT LINK RELEASE REQUEST message

	T5003
	5s
	Upon receiving a PC5 signalling message or PC5 user plane data
	Upon PC5 unicast link release or upon initiating the PC5 unicast link keep-alive procedure
	Initiate the PC5 unicast link keep-alive procedure

	T5004
	5s
	Upon sending a DIRECT LINK KEEPALIVE REQUEST message
	Upon receiving a PC5 signalling message or PC5 user plane data
	Retransmission of the DIRECT LINK KEEPALIVE REQUEST message

	T5005
	Default 10m
NOTE 1
	Upon receiving a Maximum inactivity period in a DIRECT LINK KEEPALIVE REQUEST message, receiving a PC5 signalling message or receiving PC5 user plane data
	Upon receiving a PC5 signalling message or PC5 user plane data
	Either initiate the PC5 unicast link keep-alive procedure or the PC5 unicast link release procedure

	T5006
	5s
	Upon sending a DIRECT LINK AUTHENTICATION REQUEST message
	Upon receiving a DIRECT LINK AUTHENTICATION RESPONSE or DIRECT LINK AUTHENTICATION REJECT message from the target UE
	Retransmission of DIRECT LINK AUTHENTICATION REQUEST message

	T5007
	5s
	Upon sending a DIRECT LINK SECURITY MODE COMMAND message
	Upon receiving a DIRECT LINK SECURITY MODE COMPLETE or DIRECT LINK SECURITY MODE REJECT message from the target UE
	Retransmission of DIRECT LINK SECURITY MODE COMMAND message

	T5008
	15s
	Upon sending a DIRECT LINK REKEYING REQUEST message
	Upon receiving a DIRECT LINK REKEYING RESPONSE message from the target UE
	Retransmission of DIRECT LINK REKEYING REQUEST message

	T5009
	2s
	Upon sending a DIRECT LINK IDENTIFIER UPDATE REQUEST message
	Upon receiving a DIRECT LINK IDENTIFIER UPDATE ACCEPT or DIRECT LINK ESTABLISHMENT REJECT or DIRECT LINK RELEASE REQUEST message from the target UE
	Retransmission of the DIRECT LINK IDENTIFIER UPDATE REQUEST message

	T5010
	2s
	Upon sending a DIRECT LINK IDENTIFIER UPDATE ACCEPT message
	Upon receiving a DIRECT LINK IDENTIFIER UPDATE ACK message or DIRECT LINK RELEASE REQUEST message from the initiating UE
	Retransmission of the DIRECT LINK IDENTIFIER UPDATE ACCEPT message 

	NOTE 1	The default value of this timer is used if the DIRECT LINK KEEPALIVE REQUEST message does not provide a timer value in the Maximum inactivity period IE,
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