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* * * First Change * * * *
[bookmark: _Toc2086434]Introduction
The present document has been produced as an aspect of work to realise the stage 3 protocols to implement the stage 2 functionality for Interworking between Mission Critical systems and Land Mobile Radio systems as described in 3GPP TS 23.283 [80]. Early stage 3 study work is documented in 3GPP TR 24.883 [xx] which covers both MCPTT and MCData interworking.
The document structure describes functionality modelled on 3GPP TS 24.282 [49] because the behaviour of an Interworking Function (IWF) for LMR MCData interworking is modelled on that of an MCData server, and the clause numbering is also based on that used in on 3GPP TS 24.282 [49] in order to aid comparison between the two specifications and identification of any behavioural changes.
The reference numbering is based on that used in 3GPP TR 24.883 [xx] and so may not be sequential. 

* * * Next Change * * * *
[bookmark: _Toc24562246][bookmark: _Toc26195467][bookmark: _Toc34396880][bookmark: _Toc45188474]1	Scope
The present document specifies the protocols needed to support a Mission Critical Data (MCData) system interworking with a Land Mobile Radio (LMR) system based on the IWF-2 interface between an MCData server and an Interworking Function (IWF) as described in 3GPP TS 23.283 [80].

* * * Next Change * * * *
[bookmark: _Toc24562247][bookmark: _Toc26195468][bookmark: _Toc34396881][bookmark: _Toc45188475]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[4]	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
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[26]	IETF RFC 6665 (July 2012): "SIP-Specific Event Notification".
[31]	3GPP TS 24.481: "Mission Critical Services (MCS) group management Protocol specification".
[33]	IETF RFC 3428 (December 2002): "Session Initiation Protocol (SIP) Extension for Instant Messaging".
[37]	IETF RFC 3903 (October 2004): "Session Initiation Protocol (SIP) Extension for Event State Publication".
[46]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[49]	3GPP TS 24.482: "Mission Critical Services (MCS) identity management Protocol specification.
[50]	3GPP TS 24.484: "Mission Critical Services (MCS) configuration management Protocol specification".
[51]	IETF RFC 3856 (August 2004): "A Presence Event Package for the Session Initiation Protocol (SIP)".
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[78]	3GPP TS 33.180: "Security of the mission critical service".
[80]	3GPP TS 23.283: "Mission Critical Communication Interworking with Land Mobile Radio Systems; Stage 2".
[81]	3GPP TS 24.379: "Mission Critical Push To Talk (MCPTT) call control; protocol specification;".
[82]	3GPP TS 24.282: " Mission Critical Data (MCData) signalling control; Protocol specification;"
[85]	3GPP TS 24.582: "Mission Critical Data (MCData) media plane control; Protocol specification".
[86]	IETF RFC 1738 (December 1994): "Uniform Resource Locators (URL)". 
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[xx]	3GPP TR 24.883: "Mission Critical Systems Connection to LMR".
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