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* * * First Change * * * *
[bookmark: _Toc43229602][bookmark: _Toc43401460]6.2.3.4.2	Server procedure
[bookmark: _Toc43229603][bookmark: _Toc43401461]6.2.3.4.2.1	SIP based procedure
Upon receiving a SIP MESSAGE request containing:
a)	an application/vnd.3gpp.seal-mbms-usage-info+xml MIME body with an <mbms-listening-status> element and an <mbms-reception-quality-level> element; 
the SNRM-S:
a)	shall verify that the public user identity in the P-Asserted-Identity header field is bound to theVAL user ID in the <seal-request-uri> element in the application/vnd.3gpp.seal-info+xml MIME body; and
b)	may send an MBMS bearer announcement message as specified in clause 6.2.3.3 with additional proposal for measurements, e.g. information about neighbouring MBMS bearers; and.
c)	may send user plane delivery mode to VAL server based on the MBMS listening status to preserve the service continuity as described in clause 6.2.3.5.
[bookmark: _Toc43229604][bookmark: _Toc43401462]6.2.3.4.2.2	HTTP based procedure
Upon receiving an HTTP POST request message containing:
a)	an application/vnd.3gpp.seal-mbms-usage-info+xml MIME body with an <mbms-listening-status> element and an <mbms-reception-quality-level> element;
the SNRM-S:
a)	shall determine the identity of the sender of the received HTTP POST request as specified in clause 6.2.3.4.1.2, and:
1)	if the identity of the sender of the received HTTP POST request is not authorized to detect MBMS bearer quality, shall respond with an HTTP 403 (Forbidden) response to the HTTP POST request and skip rest of the steps; 
b)	may send an MBMS bearer announcement message as specified in clause 6.2.3.3 with additional proposal for measurements, e.g. information about neighbouring MBMS bearers; and
c)	may send user plane delivery mode to VAL server based on the MBMS listening status to preserve the service continuity as described in clause 6.2.3.5..
* * * End of Change * * * *


