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[bookmark: _Toc20215523][bookmark: _Toc27495990][bookmark: _Toc36107730][bookmark: _Toc44598481][bookmark: _Toc44602336][bookmark: _Toc45197513][bookmark: _Toc45695546][bookmark: _Toc36108245][bookmark: _Toc44599006][bookmark: _Toc44602861][bookmark: _Toc45198038][bookmark: _Toc45696071]7.3.2	SIP REGISTER request for service authorisation
The MCData server shall support obtaining service authorization specific information from the SIP REGISTER request sent from the MCData client and included in the body of a third-party SIP REGISTER request.
NOTE 1:	3GPP TS 24.229 [5] defines how based on initial filter criteria the SIP REGISTER request sent from the UE is included in the body of the third-party SIP REGISTER request.
Upon receiving a third party SIP REGISTER request with a message/sip MIME body containing the SIP REGISTER request sent from the MCData client containing an application/vnd.3gpp.mcdata-info+xml MIME body with an <mcdata-access-token> element and an <mcdata-client-id> element within a message/sip MIME body of the SIP REGISTER request sent from the MCData client, the MCData server:
1)	shall identify the IMS public user identity from the third-party SIP REGISTER request;
2)	shall identify the MCData ID from the SIP REGISTER request sent from the MCData client and included in the message/sip MIME body of the third-party SIP REGISTER request by following the procedures in subclause 7.3.1A;
2A)	shall check if the number of maximum simultaneous authorizations supported for the MCData user as specified in the <max-simultaneous-authorizations> element of the <anyExt> element contained in the <OnNetwork> element of the MCData service configuration document (see the service configuration document in 3GPP TS 24.484 [12]) has been reached. If reached, the MCData server shall send a SIP 486 (Busy Here) response towards the MCData client with the warning text set to: "qqq 228 maximum number of service authorizations reached" in a Warning header field as specified in subclause 4.9 and shall not continue with the rest of the steps in this clause;
3)	shall perform service authorization for the identified MCData ID as described in 3GPP TS 33.180 [26]; and
4)	if service authorization was successful, shall bind the MCData ID to the IMS public user identity.
NOTE 2:	The MCData server will store the binding MCData ID, IMS public user identity and an identifier addressing the MCData server in an external database.

***** Next change *****

[bookmark: _Toc20215524][bookmark: _Toc27495991][bookmark: _Toc36107731][bookmark: _Toc44598482][bookmark: _Toc44602337][bookmark: _Toc45197514][bookmark: _Toc45695547]7.3.3	SIP PUBLISH request for service authorisation and service settings
The MCData server shall support obtaining service authorization specific information from a SIP PUBLISH request for MCData server settings.
Upon receiving a SIP PUBLISH request containing:
1)	an Event header field set to the "poc-settings" value;
2)	an application/poc-settings+xml MIME body; and
3)	an application/vnd.3gpp.mcdata-info+xml MIME body containing an <mcdata-access-token> element and an <mcdata-client-id> element;
the MCData server:
1)	shall identify the IMS public user identity from the P-Asserted-Identity header field;
2)	shall perform the procedures in subclause 7.3.1A;
3)	if the procedures in subclause 7.3.1A were not successful shall send a SIP 403 (Forbidden) response towards the MCData client with the warning text set to: "140 unable to decrypt XML content " in a Warning header field as specified in subclause 4.9, and not continue with the rest of the steps in this subclause;
3A)	shall check if the number of maximum simultaneous authorizations supported for the MCData user as specified in the <max-simultaneous-authorizations> element of the <anyExt> element contained in the <OnNetwork> element of the MCData service configuration document (see the service configuration document in 3GPP TS 24.484 [12]) has been reached. If reached, the MCData server shall send a SIP 486 (Busy Here) response towards the MCData client with the warning text set to: "qqq 228 maximum number of service authorizations reached" in a Warning header field as specified in subclause 4.9 and shall not continue with the rest of the steps in this clause;
4)	shall perform service authorization for the identified MCData ID as described in 3GPP TS 33.180 [26];
5)	if service authorization was successful shall bind the MCData ID to the IMS public user identity;
NOTE 1:	The MCData server will store the binding MCData ID, IMS public user identity and an identifier addressing the MCData server in an external database.
6)	if service authorization was not successful, shall send a SIP 403 (Forbidden) response towards the MCData client with the warning text set to: "101 service authorisation failed" in a Warning header field as specified in subclause 4.9, and not continue with the rest of the steps in this subclause;
7)	shall process the SIP PUBLISH request according to rules and procedures of IETF RFC 3903 [34] and if processing of the SIP request was not successful, do not continue with the rest of the steps;
8)	shall cache the received MCData service settings until the MCData service settings expiration timer expires;
9)	shall send a SIP 200 (OK) response according 3GPP TS 24.229 [5];
10)	shall download the MCData user profile from the MCData user database as defined in 3GPP TS 29.283 [37] if not already stored at the MCData server and use the <selected-user-profile-index> element of the poc-settings event package if included to identify the active MCData user profile for the MCData client;
NOTE 2:	If the <selected-user-profile-index> element of the poc-settings event package is included then only that MCData user profile is needed to be downloaded from the MCData user database.
11)	if there is no <selected-user-profile-index> element included in the poc-settings event package then if multiple MCData user profiles are stored at the MCData server or downloaded for the MCData user from the MCData user database, shall determine the pre-selected MCData user profile to be used as the active MCData user profile by identifying the MCData user profile (see the MCData user profile document in 3GPP TS 24.484 [12]) in the collection of MCData user profiles that contains a <Pre-selected-indication> element; and
NOTE 3:	If only one MCData user profile is stored at the MCData server or only one MCData user profile is downloaded from the MCData user database, then by default this MCData user profile is the pre-selected MCData user profile.
12)	if an <ImplicitAffiliations> element is contained in the <OnNetwork> element of the MCData user profile document with one or more <entry> elements containing an MCData group ID (see the MCData user profile document in 3GPP TS 24.484 [12]) for the served MCData ID, shall perform implicit affiliation as specified in subclause 8.3.2.15.

***** Next change *****
20.4.2	Terminating procedures
In the procedures in this subclause:
1)	MCData ID in an incoming SIP INVITE request refers to the MCData ID of the originating user from the <mcdata-calling-user-id> element of the application/vnd.3gpp.mcdata-info+xml MIME body of the incoming SIP INVITE request;
2)	MCData ID in an outgoing SIP INVITE request refers to the MCData ID of the called user in the <mcdata-request-uri> element of the application/vnd.3gpp.mcdata-info+xml MIME body of the outgoing SIP INVITE request;
Upon receipt of a "SIP INVITE request for controlling MCData function for IP Connectivity session", the controlling MCData function:
1)	if unable to process the request may reject the SIP INVITE request with a SIP 500 (Server Internal Error) response. The controlling MCData function may include a Retry-After header field to the SIP 500 (Server Internal Error) response as specified in IETF RFC 3261 [4] and skip the rest of the steps;
2)	shall reject the SIP request with a SIP 403 (Forbidden) response and not process the remaining steps if:
a)	an Accept-Contact header field does not include the g.3gpp.mcdata.ipconn media feature tag; or
b)	an Accept-Contact header field does not include the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.mcdata.ipconn";
3)	shall cache SIP feature tags, if received in the Contact header field and if the specific feature tags are supported;
4)	shall start the SIP Session timer according to rules and procedures of IETF RFC 4028 [38];
5)	if the <request-type> element in the application/vnd.3gpp.mcdata-info+xml MIME body of the SIP INVITE request is set to a value of "one-to-one-ipconn" and the SIP INVITE request:
a)	does not contain an application/resource-lists MIME body or contains an application/resource-lists MIME body with more than one <entry> element, shall return a SIP 403 (Forbidden) response with the warning text set to "2275 unable to determine targeted user for one-to-one IP Connectivity" in a Warning header field as specified in subclause 4.9, and skip the rest of the steps below; and 
b)	contains an application/resource-lists MIME body with exactly one <entry> element, shall invite the MCData user identified by the <entry> element of the MIME body, as specified in subclause 20.4.1; and
c)	can interact with the media plane, in case routing or transmission control is necessary.
Upon receiving a SIP 200 (OK) response for a SIP INVITE request as specified in subclause 20.4.1 and if the MCData ID in the SIP 200 (OK) response matches to the MCData ID in the corresponding SIP INVITE request. the controlling MCData function:
1)	shall generate SIP 200 (OK) response to the SIP INVITE request according to 3GPP TS 24.229 [5];
2)	shall include the option tag "timer" in a Require header field;
3)	shall include the Session-Expires header field and start supervising the SIP session according to rules and procedures of IETF RFC 4028 [38], "UAS Behavior". The "refresher" parameter in the Session-Expires header field shall be set to "uac";
4)	shall include a P-Asserted-Identity header field with the public service identity of the controlling MCData function;
5)	shall include a SIP URI for the MCData session identity in the Contact header field identifying the MCData session at the controlling MCData function;
6)	shall include the following in the Contact header field:
a)	the g.3gpp.mcdata.ipconn media feature tag;
b)	the g.3gpp.icsi-ref media feature tag containing the value of “urn:urn-7:3gpp-service.ims.icsi.mcdata.ipconn”; and
c)	the isfocus media feature tag;
[bookmark: _GoBack]7)	shall include Warning header field(s) received in incoming responses to the SIP INVITE request;
8)	shall include in the SIP 200 (OK) response an SDP answer to the SDP offer in the incoming SIP INVITE request as specified in the subclause 20.1.2;
9)	shall interact with the media plane as specified in 3GPP TS 24.582 [15]; and 
Editor's note:	The media plane procedures for IP Connectivity is FFS.
10)	shall send a SIP 200 (OK) response to the inviting MCData client according to 3GPP TS 24.229 [5].
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