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	Reason for change:
	The sentence “Additionally, for each of the indicated SNPNs, the MS may optionally display a human readable name for the SNPN” in subclause 4.9.3.1.2 is not correctly placed because “This” in the next sentence refers to an SNPN indicated to the user, not HRNN.
In addition, the sentence does not specify the source for the HRNN. Currently the only confirmed source is SIB. Additional sources if confirmed by SA1 (as a response to CP-201361) can be added in the future.

	
	

	Summary of change:
	The sentence is moved to the next paragraph and modified to clarify the source of HRNN.

	
	

	Consequences if not approved:
	Unclear description in terms of displayed information to a user during manual SNPN selection
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[bookmark: _Toc20125244][bookmark: _Toc27486441][bookmark: _Toc36210494][bookmark: _Toc45096353][bookmark: _Toc45882386][bookmark: _Hlk5742138]4.9.3.1.2	Manual SNPN selection mode procedure
The MS indicates to the user one or more SNPNs, which are available and each of them is identified by an SNPN identity in an entry of the "list of subscriber data" in the ME. Additionally, for each of the indicated SNPNs, the MS may optionally display a human readable name for the SNPN. This includes SNPNs in the list of "permanently forbidden SNPNs", and the list of "temporarily forbidden SNPNs". The MS may indicate to the user whether the available SNPNs are present in the list of "temporarily forbidden SNPNs" or the list of "permanently forbidden SNPNs". The order in which those SNPNs are indicated is MS implementation specific.
For each of the SNPNs indicated to the user, the UE shall forward a human-readable network name along with the SNPN identity to the upper layers if the system information broadcasted for the SNPN includes the human-readable network name for the SNPN.
Editor's note [Vertical_LAN; CR#0503]: Obtaining human-readable name for SNPN is FFS
The MS shall limit its search for the SNPN to the NG-RAN access technology.
The user may select his desired SNPN and the MS then initiates registration on this SNPN using the NG-RAN access technology, the subscriber identifier and the credentials from an entry of the "list of subscriber data", with the SNPN identity matching the selected SNPN (this may take place at any time during the presentation of SNPNs).
Once the MS has registered on an SNPN selected by the user, the MS shall not automatically register on a different SNPN unless the user selects automatic SNPN selection mode.
NOTE:	Emergency services are not supported in SNPN access mode.
If the user does not select an SNPN, the selected SNPN shall be the one that was selected either automatically or manually before the SNPN selection procedure started. If no such SNPN was selected or that SNPN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.

