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[bookmark: _Toc20212017][bookmark: _Toc27744899][bookmark: _Toc36114699][bookmark: _Toc45271293]4.3.2	FQDN for N3IWF Selection
An N3IWF FQDN is either provisioned by the home operator or constructed by the UE in either the Operator Identifier FQDN format or the Tracking Area Identity FQDN format as specified in 3GPP TS 23.003 [8].
The N3IWF FQDN is used as input to the DNS mechanism for N3IWF selection.
In order to access PLMN services via an SNPN, a UE operating in SNPN access mode registered to an SNPN has the following restrictions on N3IWF FQDNuses the N3IWF selection procedure as defined in subclause 6.3.6 of 3GPP TS 23.501 [2] with the additional condition that:
a)	the UE shall only use TAIs from a PLMN to construct a Tracking Area Identity based N3IWF FQDN; and
b)	the UE shall not consider an N3IWF FQDN for N3IWF selection configured by an SNPN.
In order to access SNPN services via a PLMN, an SNPN enabled UE registered to a PLMN uses a configured N3IWF FQDN to select an N3IWF in an SNPN.
***** Next change *****
[bookmark: _Toc20212065][bookmark: _Toc27744948][bookmark: _Toc36114749][bookmark: _Toc45271343]7.2.1	General
The UE performs N3AN node selection procedure based on the N3AN node configuration information provisioned to the UE by the HPLMN, based on the UE's knowledge of the country the UE is located in and the PLMN the UE is registered to via 3GPP access and based on the list of "forbidden PLMNs for non-3GPP access to 5GCN".
Subclauses 7.2.1, 7.2.2, 7.2.3, and 7.2.4 are applicable to a UE selecting an N3AN node in a PLMN. For a UE accessing PLMN services via an SNPN, restrictions on N3IWF FQDN are specified in subclause 4.3.2.
Subclause 7.2.5 is applicable to a UE selecting an N3AN node in an SNPN.
***** Next change *****
7.2.5	Selection of an N3AN node in an SNPN
In order to access SNPN services via a PLMN, an SNPN enabled UE registered to a PLMN uses a configured N3IWF FQDN to select an N3IWF in an SNPN.

